Photometric test report

Family Order number: 5LR611D30B41AF + 5LR94685EE
Lunis R LED EAN: 4058352125885 + 4039806161208
Version Downlight for ceiling surface mounting or
suspended mounting, diffuser disc, frosted,
matt inner

(unbekannt LED 3000K / CRI = 80)

/‘\/ Q Lamps 1 x LED 3000K / CRI = 80
i/

Controlgear ECG-DALI
Setting individual position: Low Lumen Output
Rated values Net luminous flux = 2530 Im

Power consumption = 26.0 W
Luminous efficacy =97.3 Im/W

Luminous intensity in cd/klm _€180:0 -G270:90_ 1
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Classifications Luminaire light output ratios
DIN 5040 A40 nLB 100.0%
CIE N1=54 N2=84 N3=97 d)u 100.0%

N4=100 N5=100 ¢o 0.0%
Measurement conditions
DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 5LR611D30B41AF + 5LR94685EE LP number
Lunis RLED EAN: 4058352125885 + 4039806161208 58556_3

Table of values for luminous intensities Maximum luminous intensity

15° 30° 45° 60° 75°
165° 150° 135° 120° 105°
C- 0° 195° 210° 225° 240° 255° 90° . Total
planes 180° 345° 330° 315° 300° 285° 270°  Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 430.7 430.7 430.7 430.7 430.7 430.7 430.7 2.6 2.6
5° 428.8 428.7 428.5 428.4 428.2 428.0 427.8 20.5 23.0
10° 4215 421.2 4211 421.0 420.8 420.8 420.7 40.1 63.1
15° 407.6 407.5 407.4 407.4 407.2 407.2 407 1 57.8 120.9
20° 389.0 389.0 389.0 388.9 388.8 388.7 388.6 72.9 193.8
25° 365.8 365.9 365.8 365.8 365.6 365.7 365.6 84.7 278.5
30° 338.9 338.9 338.7 338.8 338.7 338.7 338.6 92.8 371.4
35° 307.2 307.4 307.2 307.2 307.2 307.2 307.0 96.6 468.0
40° 2719 2718 2717 2718 2718 2717 2716 95.7 563.7
45° 233.9 233.9 233.9 233.9 233.9 233.9 233.9 90.7 654.4
50° 196.2 196.3 196.2 196.3 196.3 196.3 196.5 82.4 736.8
55° 160.5 160.6 160.6 160.8 160.8 160.9 161.0 72.2 809.0
60° 127.8 128.0 128.0 128.1 128.0 128.2 128.2 60.8 869.7
65° 98.4 98.5 98.5 98.6 98.7 98.8 98.7 49.0 918.7
70° 71.4 71.4 71.4 71.6 71.6 71.6 71.6 36.8 955.6
75° 471 471 47.2 47.3 47.3 47.3 47.3 25.0 980.6
80° 258 25.9 258 25.9 25.9 26.0 25.9 14.0 994.5
85° 101 10.0 10.0 10.0 10.0 9.9 10.0 5.4 1000.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
95° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
100° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
105° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
110° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
115° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
120° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
125° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
130° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
135° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
140° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
145° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
150° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
155° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
160° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
165° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
170° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
175° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
180° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
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Photometric test report

Family
Lunis RLED

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls 0.5
Reflection factor of floor 0.2
Room dimensions

X y
2H 2H 19.9
3H 21.2
4H 21.6
6H 21.9
8H 221
12H 221
4H 2H 20.6
3H 22.0
4H 22,5
6H 22.9
8H 231
12H 23.2
8H 4H 22.8
6H 23.3
8H 23.4
12H 23.6
12H 4H 22.8
6H 23.3
8H 23.5

Luminance table

C- 0°
planes 180°
Y

45° 11234.2
50° 10363.4
55° 9502.0
60° 8681.9
65° 7907.2
70° 7086.9
75° 6181.7
80° 5045.2
85° 3916.8

Order number: 5LR611D30B41AF + 5LR94685EE

EAN: 4058352125885 + 4039806161208

Standard room

0.7
0.3
0.2

0.5
0.5
0.2

0.5
0.3
0.2

View crosswise (C0)

21.6
22.6
23.0
23.2
23.2
23.2

21.9
23.1
23.6
23.8
23.9
23.9

23.6
23.9
24.0
241

23.5
23.9
24.0

Max. for y >= 65°

15°
165°
195°
345°

11233.0
10368.5
9510.6
8690.2

7911.8
7089.3
6184.0
5056.0

3898.1

20.3
21.6
22.0
22.4
22.5
22.6

21.0
22.4
23.0
23.4
23.5
23.6

23.2
23.8
23.9
241

23.3
23.8
24.0

21.9
23.0
23.3
23.6
23.6
23.6

22.3
23.5
24.0
24.2
243
24.3

24.0
24.4
24.5
24.6

24.0
24.4
24.5

30°
150°
210°
330°

Luminance in cd/m?

11231.1
10364.7
9510.1
8689.6

7912.5
7090.1
6193.4
5052.0

3891.1

0.3
0.3
0.2

22.2
23.3
23.7
24.0
24.0
24.0

22.6
23.9
24.4
24.7
24.8
24.8

24.5
24.9
25.0
251

24.5
24.9
25.0

Photometric

0.7
0.5
0.2

20.0
21.2
21.6
22.0
221
221

20.6
22.0
22,5
22.9
231
23.2

22.8
23.3
23.4
23.6

22.8
23.3
23.5

dimensions in mm:

45°
135°
225°
315°

11231.9
10369.4
9518.2
8696.8

7923.5
7105.3
6199.8
5056.3

3880.5

0.7
0.3
0.2

0.5
0.5
0.2

View endwise (C90)

21.6
22.6
23.0
23.2
23.2
23.2

21.9
23.1
23.6
23.8
23.9
23.9

23.6
23.9
24.0
241

23.5
23.9
24.0

D =308

60°
120°
240°
300°

11233.0
10372.0
9521.6
8694.6

7932.6
7103.7
6204.0
5060.8

3888.3

20.3
21.6
22.0
22.4
22,5
22.6

21.0
22.4
23.0
23.4
23.5
23.7

23.3
23.8
23.9
241

23.3
23.8
24.0

75°
105°
255°
285°

11232.3
10371.1
9525.9
8708.9

7936.5
7112.6
6210.5
5079.2

3867.3

LP number
58556_3

0.5 0.3
0.3 0.3
0.2 0.2
21.9 22.2
23.0 23.3
23.4 23.7
23.6 24.0
23.6 24.0
23.6 24.0
22.3 22.6
23.5 23.9
24.0 24.4
24.3 24.7
24.3 24.8
24.3 24.8
24.0 24.5
24.4 24.9
24.5 25.0
24.6 25.1
24.0 24.5
24.4 24.9
24.5 25.1
00
270°
11231.1
10380.5
9528.8
8708.3
7933.3
7111.0
6209.4
5070.4
3892.2
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Photometric test report

Family Order number: 5LR611D30B41AF + 5LR94685EE LP number
Lunis R LED EAN: 4058352125885 + 4039806161208 58556_3
Luminance values in cd/m? 65° 701 y75° 1 y80°_ ; 85 _1

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 270° 285° 300° 315°
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