Photometric test report

Family Order number: 51MA23D53LSA LP number
Silica® 21 rectangular EAN: 4069025667199 59926 62
Version surface-mounted luminaire, direct distribution,

with ceiling illumination, micro prismatic cover,
housing, silver, UGR<19 (L65<3000cd/m?)

serial
documentation

Lamps LED 3000 K | CRI = 80 18.03.2026
Controlgear ECG-DALI
Rated values Net luminous flux = 4560 Im

e Power consumption = 32.4 W
e Luminous efficacy = 140.7 Im/W

Luminous intensity in cd/klm 1800 | _G270:90_: Imax: 438 cd/klm
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Classifications Luminaire light output ratios
DIN 5040 B53 nLB 100.0%
CIE N1=64 N2=89 N3=97 d)u 89.9%
N4=90 N5=100 ¢o 10.1%

Measurement conditions

DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 51MA23D53LSA LP number
Silica® 21 rectangular EAN: 4069025667199 59926 62

Table of values for luminous intensities Maximum luminous intensity

15° 30° 45° 60° 75°
165° 150° 135° 120° 105°
C- 0° 195° 210° 225° 240° 255° 90° . Total
planes 180° 345° 330° 315° 300° 285° 270°  Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 437.0 437.0 437.0 437.0 437.0 437.0 437.0 2.6 2.6
5° 437.5 435.2 432.8 434.3 436.3 436.1 436.0 20.8 234
10° 431.9 429.5 426.7 427.9 429.6 429.3 429.2 40.8 64.2
15° 421.2 418.9 415.8 416.5 417.8 417.3 4171 59.2 123.5
20° 406.6 404.3 400.8 401.0 401.8 401.1 400.9 75.4 198.9
25° 389.1 386.4 382.0 381.9 382.7 381.5 380.8 88.8 287.6
30° 368.0 364.7 359.7 359.4 360.6 358.7 357.3 98.9 386.6
35° 341.4 338.2 332.1 3324 333.3 331.3 328.6 104.9 491.5
40° 300.7 300.8 295.3 294.9 290.1 2915 288.1 103.8 595.2
45° 212.6 226.3 229.6 225.2 205.5 224.7 225.8 85.9 681.2
50° 129.2 148.2 173.1 148.1 128.3 145.9 169.3 62.5 743.7
55° 79.6 91.0 128.9 90.6 78.9 88.6 126.8 43.5 787.2
60° 50.7 61.5 90.5 62.1 50.6 60.7 91.6 31.4 818.5
65° 453 52.6 56.0 53.9 46.4 53.9 53.0 25.8 844.4
70° 372 453 287 46.2 374 46.2 284 203 864.7
75° 35.1 31.6 25.1 32.3 35.6 321 23.0 16.4 881.1
80° 25.2 19.1 24.9 18.5 25.5 19.5 26.6 12.0 893.1
85° 11.8 11.0 9.3 1.0 1.7 1.3 9.3 5.9 899.0
90° 0.3 0.3 0.3 0.3 0.4 0.4 0.4 0.2 899.2
95° 0.5 0.5 0.5 0.6 0.6 0.8 1.0 0.3 899.5
100° 24 23 23 23 27 3.1 3.4 14 900.9
105° 5.2 5.1 5.1 5.3 5.6 5.8 6.1 29 903.8
110° 8.9 8.7 8.6 8.7 8.8 8.9 9.1 4.5 908.3
115° 12.6 12.4 12.2 12.1 11.9 12.0 121 6.0 914.3
120° 16.3 16.1 15.7 15.3 15.0 15.0 15.2 7.3 921.7
125° 19.7 19.5 18.9 18.4 18.2 18.1 18.2 8.4 930.1
130° 227 225 21.9 214 211 21.0 211 9.1 939.1
135° 255 252 247 24.2 23.9 23.7 23.8 9.5 948.6
140° 28.0 277 273 26.8 265 263 26.3 9.5 958.1
145° 30.1 29.9 29.4 29.0 28.7 28.5 28.5 9.2 967.2
150° 31.9 31.7 31.2 30.9 30.7 30.5 30.5 8.5 975.7
155° 33.4 33.2 32.8 32.6 324 323 323 7.6 983.3
160° 346 343 34.0 339 33.8 337 33.8 6.4 989.7
165° 354 35.2 34.9 34.9 34.9 34.9 34.9 5.0 994.7
170° 36.0 35.8 35.6 357 35.8 357 35.8 34 998.1
175° 36.3 36.2 36.0 36.1 36.3 36.2 36.3 1.7 999.8
180° 36.3 36.3 36.3 36.3 36.3 36.3 36.3 0.2 1000.0
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Photometric test report

Family

Silica® 21 rectangular

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls
Reflection factor of floor
Room dimensions

X
2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

Luminance table

C-
planes

45°
50°
55°
60°
65°
70°
75°
80°
85°

o

180°

5848.1
3909.1
2700.1
1973.3

2083.6
2113.6
2639.9
2824.0

2626.1

0.5
0.2

15.7
16.4
16.8
17.3
17.5
17.7

15.9
16.7
17.3
17.9
18.1
18.3

17.5
18.2
18.6
18.9

17.5
18.4
18.7

Order number: 51MA23D53LSA
EAN: 4069025667199

Standard room

0.7
0.3
0.2

0.5
0.5
0.2

0.5
0.3
0.2

View crosswise (C0)

171
17.6
17.9
18.3
18.4
18.5

17.0
17.7
18.1
18.6
18.8
18.9

18.1
18.8
19.1
193

18.1
18.8
19.1

Max. for y >= 65°

15°
165°
195°
345°

6224.2
4484.6
3084.7
2390.7

2418.7
2576.7
2375.0
2138.2

2455.9

16.2
16.9
17.4
17.9
18.1
18.2

16.5
17.3
17.9
18.5
18.7
19.0

18.1
18.9
19.2
19.6

18.2
19.0
19.4

17.5
18.1
18.5
18.9
19.0
19.1

17.5
18.2
18.7
19.2
19.4
19.5

18.8
19.4
19.7
20.0

18.7
19.5
19.8

30°
150°
210°
330°

Luminance in cd/m?

6314.0
5236.0
4371.3
3519.9

25771
1632.2
1885.1
2790.5

2073.2

0.3
0.3
0.2

18.1
18.7
19.1
19.5
19.6
19.7

18.1
18.8
19.3
19.9
20.1
20.2

19.4
20.1
20.5
20.7

19.4
20.2
20.5

Photometric

0.7
0.5
0.2

15.5
16.2
16.5
17.0
17.2
17.4

15.8
16.7
17.3
17.8
18.1
18.3

17.5
18.2
18.6
18.9

17.5
18.3
18.8

dimensions in mm:

45°
135°
225°
315°

6192.6
4481.9
3071.2
2417.0

2478.2
2624.8
2426.7
2076.5

2463.9

0.7
0.3
0.2

View endwise (C90)

16.9
17.4
17.7
18.0
18.2
18.2

16.9
17.7
18.1
18.5
18.7
18.8

18.1
18.8
19.1
19.3

18.1
18.8
19.2

L =1484

B =158

60°
120°
240°
300°

5651.5
3883.2
2675.3
1967.2

2135.6
21254
2678.0
2856.7

2611.4

0.5
0.5
0.2

16.0
16.8
171
17.5
17.8
17.9

16.3
17.3
17.8
18.4
18.7
18.9

18.1
18.9
19.3
19.6

18.2
19.0
19.4

75°
105°
255°
285°

6180.5
4413.5
3004.6
2359.3

2479.3
2629.8
2408.5
2179.3

2515.9

LP number
59926 62
0.5 0.3
0.3 0.3
0.2 0.2
17.3 17.9
17.9 18.5
18.2 18.8
18.5 19.2
18.7 19.4
18.8 19.4
17.4 18.0
18.2 18.8
18.7 19.3
19.1 19.8
19.3 20.0
19.5 20.2
18.7 19.4
19.4 20.1
19.7 20.5
20.0 20.7
18.7 19.4
19.4 20.2
19.8 20.6
00
270°
6209.6
5122.6
4298.8
3561.4
2438.0
1612.4
1728.3
2977.3
2084.8
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Photometric test report

Family Order number: 51MA23D53LSA LP number
Silica® 21 rectangular EAN: 4069025667199 59926 62
Luminance values in cd/m? y65° | y70°_ 1 y75 1 y80°_ . 8%¢_lI

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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Photometric test report

Family

Silica® 21 rectangular

Dimming levels table

Luminous flux
[%]
100

95
90
85
80
75
70
65
60
55
50
45
40
35
30
25
20
15
10

5

2

Dimming level
linear

254
240
226
213
199
186
173
160
147
134
121
109
96
84
72
60
48
36
24
12
6

Order number: 51MA23D53LSA

EAN: 4069025667199

environmental temperature: 25°C

Dimming level
logarithmic

254
252
250
248
245
243
240
237
234
231
227
223
218
213
208
201
193
182
168
142
117

Luminous flux Power consumption

[im]
4560
4330
4097
3879
3641
3419
3194
2967
2738
2507
2273
2056
1819
1597
1374
1149

921

691

460

226

108

W]
324
30.7
28.9
27.2
255
23.9
22.2
20.6
18.9
17.3
15.7
14.2
12.7
11.1

9.7

8.2

6.7

5.2

3.7

2.1

1.1

LP number

59926_62
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