
office industry traffic retail public sports

Photometric test report

Silica® 21
Family Order number: 51MX30DJ33BB

EAN: 4069025383839 59413_128
LP number

serial 
documentation

09.12.2024

Version Suspended luminaire, with homogeneous 
illumination, cover, opal, direct-/ indirect 
distribution, extremely wide distribution, 
UGR≤25

Lamps LED 3000 K | CRI ≥ 80

Controlgear ECG-DALI

Rated values Net luminous flux = 3160 lm
Power consumption = 22.2 W
Luminous efficacy    = 142.3 lm/W

Luminous intensity in cd/klm Imax: 201 cd/klmC180-0 C270-90
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Classifications

DIN 5040 C 4 2
CIE N1=47 N2=79 N3=96

N4=57 N5=100

Luminaire light output ratios

�LB 100.0%
�u 57.0%
�o 43.0%

Measurement conditions

DIN EN 13032 and DIN 5032
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office industry traffic retail public sports

Photometric test report

Silica® 21
Family Order number: 51MX30DJ33BB

EAN: 4069025383839 59413_128
LP number

Table of values for luminous intensities Maximum luminous intensity

C-
planes
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180°
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30°
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330°
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60°
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75°
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90°
270° Phi-zone

Total
Phi-zone

� Luminous intensity in cd/klm Luminous flux in lm/klm
0° 201.3 201.3 201.3 201.3 201.3 201.3 201.3 1.2 1.2
5° 200.8 201.1 200.5 200.6 200.7 201.0 200.8 9.6 10.8

10° 197.6 197.2 197.1 197.6 198.5 197.9 198.4 18.8 29.6
15° 194.2 193.6 192.5 193.4 194.0 194.3 194.2 27.5 57.1

20° 188.0 187.6 186.2 187.1 187.3 187.7 188.7 35.1 92.2
25° 178.4 178.6 177.9 178.8 179.9 179.8 180.8 41.5 133.7
30° 169.6 169.4 168.2 169.6 170.9 170.8 170.9 46.6 180.3
35° 158.4 158.6 157.6 158.2 158.8 159.6 160.3 49.9 230.1

40° 146.7 146.4 146.5 146.2 147.1 147.3 148.6 51.7 281.9
45° 132.6 132.7 133.0 133.0 133.6 133.9 135.7 51.7 333.6
50° 117.1 118.0 118.4 118.9 120.0 120.2 120.9 50.0 383.6
55° 102.6 102.7 103.4 103.9 104.8 104.8 105.8 46.7 430.3

60° 86.0 86.4 86.9 87.2 88.6 88.7 90.0 41.6 471.9
65° 69.1 69.7 70.6 71.5 72.2 72.9 72.9 35.4 507.3
70° 51.3 52.3 52.8 54.1 55.2 55.9 56.2 27.8 535.1
75° 33.8 34.6 35.2 36.4 37.6 38.6 38.9 19.3 554.4

80° 17.8 18.1 18.7 19.5 20.7 21.6 21.9 10.7 565.1
85° 5.8 6.0 6.3 6.7 7.3 8.0 8.2 3.8 568.8
90° 5.3 5.2 5.5 5.5 3.6 1.7 1.1 2.3 571.1
95° 23.1 23.6 25.3 23.9 15.3 7.9 4.1 10.0 581.1

100° 41.3 42.4 42.7 37.4 25.1 14.2 9.3 16.8 597.9
105° 59.2 60.4 59.2 50.6 34.6 21.4 15.7 23.3 621.2
110° 79.5 79.8 74.8 62.3 44.4 29.0 22.5 29.3 650.4
115° 97.2 96.3 88.8 73.1 53.8 36.6 30.0 34.1 684.6

120° 111.8 110.0 100.3 81.8 62.6 44.0 37.3 37.4 722.0
125° 121.3 118.0 107.2 89.8 70.0 51.0 45.1 38.9 760.9
130° 124.6 121.9 110.5 94.5 75.7 58.3 52.9 38.5 799.3
135° 124.4 121.9 111.7 97.7 80.2 65.0 60.7 36.8 836.1

140° 122.4 120.5 112.1 100.0 84.0 71.4 68.8 34.3 870.4
145° 120.4 119.1 112.0 101.3 87.5 77.3 75.5 31.2 901.5
150° 117.6 117.1 110.8 101.2 90.4 83.0 81.5 27.5 929.0
155° 114.3 114.0 108.0 100.7 92.6 88.1 86.9 23.3 952.4

160° 109.8 109.5 104.7 99.9 94.6 92.0 91.8 18.8 971.2
165° 104.9 104.4 101.9 98.7 96.5 95.2 95.3 14.1 985.3
170° 101.3 100.8 100.1 98.8 97.8 97.7 97.7 9.4 994.7
175° 99.2 99.0 98.5 98.3 98.4 98.4 98.4 4.7 999.4

180° 98.6 98.6 98.6 98.6 98.6 98.6 98.6 0.6 1000.0
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Silica® 21
Family Order number: 51MX30DJ33BB

EAN: 4069025383839 59413_128
LP number

UGR-Table Standard room

Reflection factor of ceiling
Reflection factor of walls
Reflection factor of floor

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

Room dimensions
x y

 2H  2H
  3H
  4H
  6H
  8H
 12H

 4H  2H
  3H
  4H
  6H
  8H
 12H

 8H  4H
  6H
  8H
 12H

12H  4H
  6H
  8H

View crosswise (C0)

18.5 19.5 19.3 20.4 21.5
19.9 20.8 20.7 21.7 22.8
20.4 21.2 21.2 22.1 23.2
20.6 21.4 21.5 22.3 23.4
20.6 21.3 21.5 22.3 23.4
20.6 21.2 21.5 22.2 23.4
19.1 20.0 20.0 20.8 22.0
20.7 21.4 21.6 22.3 23.5
21.2 21.9 22.2 22.8 24.0
21.6 22.1 22.5 23.1 24.3
21.6 22.1 22.6 23.1 24.3
21.6 22.0 22.6 23.0 24.3
21.4 21.9 22.4 22.9 24.1
21.9 22.3 22.8 23.3 24.5
22.0 22.4 23.0 23.3 24.6
22.0 22.3 23.0 23.3 24.6
21.4 21.8 22.3 22.8 24.0
21.9 22.2 22.8 23.2 24.5
22.0 22.3 23.0 23.3 24.6

View endwise (C90)

18.7 19.7 19.5 20.5 21.6
20.2 21.1 21.0 22.0 23.1
20.8 21.6 21.7 22.5 23.7
21.1 21.9 22.0 22.8 24.0
21.1 21.8 22.0 22.8 23.9
21.2 21.9 22.1 22.8 24.0
19.2 20.0 20.0 20.9 22.1
20.9 21.6 21.8 22.5 23.7
21.6 22.2 22.5 23.2 24.3
22.0 22.6 23.0 23.5 24.8
22.2 22.7 23.1 23.6 24.8
22.2 22.6 23.1 23.6 24.8
21.7 22.2 22.6 23.2 24.4
22.3 22.7 23.2 23.7 24.9
22.5 22.8 23.5 23.8 25.1
22.6 22.9 23.6 23.9 25.2
21.6 22.1 22.6 23.0 24.3
22.3 22.6 23.2 23.6 24.9
22.5 22.8 23.5 23.8 25.1

Luminance table Max. for ��������
Photometric
dimensions in mm:

L  = 900
B = 50

C-
planes

0°
180°

15°
165°
195°
345°

30°
150°
210°
330°

45°
135°
225°
315°

60°
120°
240°
300°

75°
105°
255°
285°

90°
270°

� Luminance in cd/m²
45° 13172.8 13180.8 13205.6 13207.3 13265.9 13301.0 13477.4
50° 12796.8 12894.1 12930.7 12985.5 13105.7 13128.6 13210.6
55° 12564.9 12578.8 12654.5 12717.5 12834.7 12835.7 12953.0
60° 12081.7 12129.9 12200.3 12248.4 12443.5 12460.1 12633.4

65° 11474.7 11589.5 11723.1 11878.9 11992.4 12112.9 12112.2
70° 10532.1 10729.8 10839.0 11115.2 11333.0 11472.6 11545.5
75° 9179.5 9396.8 9549.0 9879.2 10212.4 10477.5 10547.5
80° 7183.2 7320.7 7572.7 7900.6 8376.2 8733.3 8840.0

85° 4644.1 4798.0 5055.0 5428.1 5914.7 6411.8 6640.7

Siteco GmbH  |  Georg-Simon-Ohm-Straße 50  |  D-83301 Traunreut Subject to modifications and errors
tolerances according to IEC 62722

LP 59413 | Silica® 21 | 51MX30DJ33BB Page 3 from 5



office industry traffic retail public sports

Photometric test report

Silica® 21
Family Order number: 51MX30DJ33BB

EAN: 4069025383839 59413_128
LP number

Luminance values in cd/m² � 65° � 70° � 75° � 80° � 85°

4000

8000

12000

16000

4000

8000

12000

16000

0°

15°

30°

45°60°75°90°105°120°135°

150°

165°

180°

195°

210°

225° 240° 255° 285° 300° 315°

330°

345°

Siteco GmbH  |  Georg-Simon-Ohm-Straße 50  |  D-83301 Traunreut Subject to modifications and errors
tolerances according to IEC 62722

LP 59413 | Silica® 21 | 51MX30DJ33BB Page 4 from 5



office industry traffic retail public sports

Photometric test report

Silica® 21
Family Order number: 51MX30DJ33BB

EAN: 4069025383839 59413_128
LP number

Dimming levels table environmental temperature: 25°C

Luminous flux
%

Dimming level
linear

Dimming level
logarithmic

Luminous flux
[lm]

Power consumption
[W]

100 254 254 3160 22.2
95 241 252 3003 21.2
90 228 250 2844 20.1
85 215 248 2686 19.1
80 202 246 2525 18.0
75 189 243 2366 16.9
70 177 241 2218 15.9
65 164 238 2058 14.8
60 151 235 1897 13.7
55 138 232 1735 12.7
50 126 228 1585 11.6
45 113 224 1422 10.6
40 100 220 1260 9.5
35 88 215 1109 8.5
30 75 209 945 7.5
25 63 203 793 6.5
20 50 194 627 5.6
15 38 184 476 4.7
10 25 169 310 3.8

5 13 145 156 3.2
3 8 127 93 3.1
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