
Silica 21 rectangular - Multisensor

PC2 DALI 2

51M . . . D . . . . A1



2

Silica 21 rectangular - Multisensor PC2 DALI 2

Movement Sensor - application tips

Bewegungs-Sensor - Anwendungshinweise
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Silica 21 rectangular - Multisensor PC2 DALI 2

Indicator LED

Anzeige-LED

Movement Sensor

Bewegungs-Sensor

Multisensor PC2

Daylight Sensor

Tageslicht-Sensor

wired

drahtgebunden

wireless

drahtlos

2

51M…A1

Multisensor PC2

51M…A2

Casambi-Multisensor PC2

51M…A3

Casambi

Options to control

Steuerungsmöglichkeiten

1

2
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Silica 21 rectangular - Multisensor PC2 DALI 2

Electrotechnical scheme
Elektrotechnisches Schema

Application

Controller

mains

DALI

Variant Devices DALI current DALI2 parts

Silica 21 rectangular

Multisensor PC2

ECG: 1x

Sensor: 1x

Total: 2x

ECG: 2mA

Sensor: 6mA

Total: 8mA

IEC62386, parts 101, 103, 303, 

304, 251, 252, 253

Silica 21 rectangular

Multisensor PC2

ECG: 2x

Sensor: 1x

Total: 3x

ECG: 4mA

Sensor: 6mA

Total: 10mA

IEC62386, parts 101, 103, 303, 

304, 251, 252, 253

Silica 21 rectangular

Multisensor PC2

+ DALI2-ECG

Silica 21 rectangular

DALI2-ECG

2

5LZ904712A

5LZ930100

5LZ930101

5LZ930102

5LZ930103

3
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Silica 21 rectangular - Multisensor PC2 DALI 2

Electrical wiring

Elektrischer Anschluss

Silica 21 rectangular

Multisensor PC2

DALI2 ECG

Silica 21 rectangular

DALI2 ECG

L1

L2

L3

N

PE

DA+

DA-

Application controller

On site / Bauseitig

2

5LZ904712A

5LZ930100

5LZ930101

5LZ930102

5LZ930103

2

2

4
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Silica 21 rectangular - Multisensor PC2 DALI 2

Daylight Sensor - mounting location

Tageslicht-Sensor - Montageort

5.1
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Silica 21 rectangular - Multisensor PC2 DALI 2

Movement Sensor - technical details

Bewegungs-Sensor - technische Details

T

Mh

Mh

2.5m ca. ø 1.8m…3.3m ca. ø 1.8m…5.3m 

3m ca. ø 2m…4m ca. ø 2m…6m 

3.5m ca. ø 2.5m…5m ca. ø 2.5m …7m

P

Presence /

Präsenz
Tangential

5.2



Siteco GmbH

Georg-Simon-Ohm-Straße 50

83301 Traunreut, Germany

mail: technicalsupport@siteco.de

Phone: +49 8669 / 33-844

www.siteco.com
5MA69-271906_ab

18.05.2026 / KIN

LED

≤90°

≥40°

1

2

5.3

IP40


