
office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP11MP470L

EAN: 4069025612113 59019_16
LP number

serial 
documentation

13.11.2025

Version prismatic diffuser, opal, PMMA, narrow 
distribution

Lamps LED 4000 K | CRI ≥ 80

Controlgear ECG Multilumen

Rated values Net luminous flux = 7970 lm
Power consumption = 43.2 W
Luminous efficacy    = 184.5 lm/W

Luminous intensity in cd/klm Imax: 1080 cd/klmC180-0 C270-90
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Classifications

DIN 5040 A 6 1
CIE N1=71 N2=88 N3=97

N4=97 N5=100

Luminaire light output ratios

�LB 100.0%
�u 96.9%
�o 3.1%

Measurement conditions

DIN EN 13032 and DIN 5032
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP11MP470L

EAN: 4069025612113 59019_16
LP number

Table of values for luminous intensities Maximum luminous intensity

C-
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Total
Phi-zone

� Luminous intensity in cd/klm Luminous flux in lm/klm
0° 1079.9 1079.9 1079.9 1079.9 1079.9 1079.9 1079.9 6.5 6.5
5° 1044.1 1038.4 1031.7 1035.3 1039.5 1039.0 1039.1 49.6 56.0

10° 928.9 922.4 915.7 917.5 920.1 918.5 918.3 87.5 143.6
15° 770.1 763.9 757.2 757.4 758.0 755.5 755.0 107.7 251.3

20° 605.0 599.5 593.3 591.7 590.9 587.9 587.3 111.2 362.5
25° 458.5 454.5 449.0 446.4 444.8 441.1 440.5 103.7 466.1
30° 342.0 338.7 334.1 331.0 328.6 325.2 324.5 90.9 557.1
35° 254.0 251.7 248.1 244.8 241.8 239.0 238.5 77.1 634.2

40° 191.6 189.9 187.1 183.8 180.7 178.3 178.0 64.9 699.1
45° 147.4 145.9 143.8 140.3 137.3 134.9 134.9 54.5 753.5
50° 116.4 115.3 113.5 110.2 106.8 104.2 104.2 46.2 799.8
55° 94.3 93.4 91.7 88.3 84.5 81.6 81.3 39.5 839.2

60° 77.6 76.8 75.1 71.6 67.5 64.0 63.3 33.7 872.9
65° 64.3 63.6 61.7 58.1 53.7 49.8 48.5 28.4 901.3
70° 52.9 52.3 50.1 46.3 41.6 37.4 35.6 23.4 924.7
75° 42.6 42.0 39.6 35.6 30.6 26.2 23.9 18.3 943.0

80° 33.0 32.3 30.1 25.7 20.6 16.1 13.5 13.3 956.3
85° 24.9 24.2 22.0 17.7 12.5 7.9 5.1 9.0 965.3
90° 19.7 19.1 17.0 12.9 7.9 3.4 0.9 6.5 971.8
95° 17.4 16.8 15.0 11.4 6.8 2.6 0.7 5.6 977.4

100° 15.2 14.7 13.0 9.7 5.7 1.8 0.7 4.8 982.1
105° 13.2 12.6 11.0 8.1 4.4 1.2 0.6 3.9 986.0
110° 11.3 10.7 9.1 6.5 3.3 0.7 0.6 3.1 989.1
115° 9.6 9.0 7.5 5.2 2.3 0.7 0.6 2.5 991.6

120° 8.0 7.4 6.1 3.9 1.6 0.7 0.6 1.9 993.5
125° 6.5 5.9 4.7 2.9 1.1 0.8 0.7 1.4 994.9
130° 5.2 4.7 3.6 2.1 1.1 1.0 0.9 1.1 996.0
135° 4.1 3.7 2.8 1.7 1.4 1.1 1.1 0.9 996.9

140° 3.2 2.8 2.2 1.7 1.6 1.3 1.3 0.7 997.6
145° 2.4 2.3 2.1 1.9 1.7 1.5 1.5 0.6 998.2
150° 2.3 2.3 2.2 2.0 1.7 1.6 1.6 0.5 998.7
155° 2.3 2.2 2.1 2.0 1.7 1.7 1.6 0.5 999.2

160° 2.1 2.1 2.0 1.8 1.7 1.6 1.6 0.3 999.5
165° 1.8 1.8 1.8 1.7 1.6 1.6 1.5 0.2 999.8
170° 1.6 1.6 1.6 1.6 1.6 1.5 1.5 0.1 999.9
175° 1.5 1.6 1.5 1.6 1.6 1.6 1.6 0.1 1000.0

180° 1.6 1.6 1.6 1.6 1.6 1.6 1.6 0.0 1000.0
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP11MP470L

EAN: 4069025612113 59019_16
LP number

UGR-Table Standard room

Reflection factor of ceiling
Reflection factor of walls
Reflection factor of floor

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

Room dimensions
x y

 2H  2H
  3H
  4H
  6H
  8H
 12H

 4H  2H
  3H
  4H
  6H
  8H
 12H

 8H  4H
  6H
  8H
 12H

12H  4H
  6H
  8H

View crosswise (C0)

17.9 19.3 18.2 19.6 19.9
19.1 20.4 19.5 20.7 21.1
19.7 20.9 20.1 21.3 21.7
20.3 21.4 20.7 21.8 22.2
20.7 21.6 21.1 22.0 22.4
20.9 21.8 21.3 22.2 22.6
18.3 19.5 18.7 19.9 20.3
19.8 20.8 20.2 21.2 21.6
20.6 21.5 21.0 21.9 22.3
21.3 22.1 21.8 22.5 23.0
21.7 22.3 22.1 22.8 23.3
22.0 22.6 22.5 23.1 23.5
20.8 21.5 21.3 22.0 22.5
21.7 22.3 22.2 22.8 23.3
22.2 22.7 22.7 23.2 23.7
22.6 23.0 23.1 23.5 24.1
20.9 21.5 21.4 21.9 22.4
21.8 22.3 22.3 22.8 23.3
22.3 22.7 22.8 23.2 23.7

View endwise (C90)

17.7 19.1 18.0 19.4 19.7
18.7 19.9 19.0 20.3 20.6
19.1 20.2 19.5 20.6 21.0
19.3 20.4 19.8 20.8 21.2
19.5 20.5 19.9 20.8 21.2
19.5 20.4 19.9 20.8 21.2
18.2 19.3 18.6 19.7 20.1
19.4 20.4 19.8 20.8 21.2
19.9 20.8 20.3 21.2 21.6
20.3 21.0 20.7 21.5 21.9
20.4 21.1 20.9 21.5 22.0
20.5 21.1 21.0 21.5 22.0
20.2 20.9 20.7 21.4 21.8
20.7 21.3 21.2 21.8 22.3
20.9 21.4 21.4 21.9 22.4
21.0 21.4 21.5 21.9 22.5
20.3 20.9 20.8 21.3 21.8
20.8 21.3 21.4 21.8 22.3
21.1 21.5 21.6 22.0 22.5

Luminance table Max. for ��������
Photometric
dimensions in mm:

L  = 1590
B = 87

H(C0)    = 21
H(C90) = 21

H(C180) = 21
H(C270) = 21

C-
planes

0°
180°

15°
165°
195°
345°

30°
150°
210°
330°

45°
135°
225°
315°

60°
120°
240°
300°

75°
105°
255°
285°

90°
270°

� Luminance in cd/m²
45° 9672.7 9616.3 9635.5 9690.6 9880.1 10225.4 10845.7
50° 8105.9 8063.4 8095.4 8131.4 8269.2 8573.9 9191.5
55° 7046.8 7012.9 7043.3 7058.2 7143.0 7402.0 8019.5
60° 6303.6 6278.8 6296.9 6293.0 6326.5 6528.1 7136.4

65° 5775.9 5753.4 5755.9 5709.7 5704.5 5845.4 6430.2
70° 5359.5 5342.0 5302.2 5213.3 5146.2 5223.2 5789.4
75° 4987.3 4967.8 4881.0 4735.3 4561.5 4558.2 5076.2
80° 4624.1 4579.9 4485.5 4214.5 3903.8 3746.2 4153.2

85° 4381.8 4321.5 4203.4 3834.8 3279.5 2805.4 2916.6
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP11MP470L

EAN: 4069025612113 59019_16
LP number

Luminance values in cd/m² � 65° � 70° � 75° � 80° � 85°
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP11MP470L

EAN: 4069025612113 59019_16
LP number

Multilumen Table environmental temperature: 25°C

DIP-Step
 1 2

Switch Setting
3

Luminous flux
[lm]

Power consumption
[W]

1 A C E 7970 43.2
2 A C F 7410 39.9
3 A D E 6760 36.1
4 A D F 6170 32.8
5 B C E 5580 29.5
6 B C F 4990 26.2
7 B D E 4580 24.0
8 B D F 4170 21.9
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