Photometric test report

Family
Monsun® 11

Order number: 51FP127P450L LP number
EAN: 4069025613745 59014_21
Version prismatic diffuser, opal, PMMA, medium
distribution serial
Lamps LED 4000 K | CRI = 80 documentation
Controlgear ECG 13.11.2025

Net luminous flux = 5960 Im
Power consumption = 32.6 W

Rated values

Luminous efficacy = 182.8 Im/W
Luminous intensity in cd/klm 1800 | _G270:90_: Imax: 643 cd/klm
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Classifications
DIN 5040 A51
CIE N1=65 N2=88 N3=97
N4=97 N5=100

Measurement conditions

DIN EN 13032 and DIN 5032

10° 10° 20° 30° 40°
Luminaire light output ratios
nLB 100.0%
[0} n 97.2%
[0} & 2.8%
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Photometric test report

Family Order number: 51FP127P450L LP number
Monsun® 11 EAN: 4069025613745 59014_21

Table of values for luminous intensities Maximum luminous intensity

15° 30° 45° 60° 75°
165° 150° 135° 120° 105°
C- 0° 195° 210° 225° 240° 255° 90° . Total
planes 180° 345° 330° 315° 300° 285° 270°  Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 643.5 643.5 643.5 643.5 643.5 643.5 643.5 3.8 3.8
5° 637.6 635.4 631.6 634.4 637.3 637.0 637.4 304 34.2
10° 611.6 610.1 606.4 609.4 612.4 612.4 612.8 58.1 92.3
15° 568.8 568.0 564.7 567.5 570.7 571.1 571.7 80.7 173.0
20° 511.5 511.1 508.3 510.7 513.9 514.6 558! 96.0 269.0
25° 443.2 4431 440.7 442.6 4455 446.1 4471 102.8 371.8
30° 371.0 3711 368.7 369.7 371.9 372.2 373.1 101.7 473.5
35° 300.7 300.7 298.6 298.4 299.2 299.0 299.8 94.1 567.6
40° 238.7 238.3 236.6 235.1 234.9 234.3 234.7 83.1 650.7
45° 186.7 186.0 184.5 182.3 181.1 179.9 180.6 70.9 721.6
50° 145.8 145.0 143.8 141.4 139.3 137.5 137.9 59.4 781.0
55° 114.7 113.7 112.7 1101 107.4 105.2 105.3 49.3 830.4
60° 90.2 89.4 88.3 85.7 82.9 80.3 79.9 40.5 870.8
65° 71.0 70.3 69.1 66.5 63.6 60.7 59.7 32.8 903.6
70° 55.2 54.7 53.0 50.5 47.5 44.4 43.0 25.7 929.3
75° 41.7 41.3 39.3 36.7 334 30.3 28.5 19.1 948.3
80° 30.0 29.4 27.6 24.6 211 17.9 15.8 12.9 961.2
85° 20.6 20.0 18.3 15.2 11.4 8.0 5.8 7.8 969.1
90° 15.7 15.1 13.3 10.2 6.4 3.0 0.9 5.1 974.2
95° 14.4 13.8 12.1 9.2 5.6 23 0.8 4.6 978.8
100° 13.2 12.6 10.9 8.1 4.8 1.7 0.7 4.1 982.9
105° 12.0 1.4 9.7 7.0 3.9 1.1 0.7 3.5 986.3
110° 10.8 10.1 8.4 5.9 3.0 0.8 0.6 29 989.2
115° 9.6 8.9 7.3 4.9 23 0.8 0.7 24 991.7
120° 8.3 7.6 6.1 3.9 1.6 0.8 0.7 1.9 993.6
125° 6.9 6.2 4.8 29 11 0.8 0.8 1.5 995.1
130° 5.5 4.9 3.7 22 1.1 1.0 0.9 1.1 996.2
135° 4.3 3.8 2.8 1.6 1.3 1.1 1.1 0.9 997.1
140° 3.1 2.8 2.1 1.6 1.5 1.3 1.3 0.7 997.7
145° 23 21 1.9 1.8 1.6 1.8 1.5 0.6 998.3
150° 21 2.0 2.0 1.8 1.6 1.6 1.6 0.5 998.8
155° 21 2.0 1.9 1.8 1.7 1.6 1.6 0.4 999.2
160° 1.9 1.9 1.8 1.7 1.6 1.6 1.6 0.3 999.5
165° 16 17 17 16 16 16 16 0.2 999.8
170° 1.5 1.6 1.6 1.6 1.6 1.6 1.6 0.1 999.9
175° 1.6 1.6 1.6 1.6 1.6 1.6 1.6 0.1 1000.0
180° 1.6 1.6 1.6 1.6 1.6 1.6 1.6 0.0 1000.0
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Photometric test report

Family

Monsun® 11

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls
Reflection factor of floor
Room dimensions

X

2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

Luminance table

C-
planes

45°
50°
55°
60°
65°
70°
75°
80°
85°

o

180°

9164.2
7590.6
6404.6
5482.2

47714
4183.5
3654.8
3142.1

2715.6

0.5
0.2

18.1
19.1
19.5
19.9
20.1
20.3

18.5
19.7
20.3
20.8
21.0
21.2

20.5
211
214
21.7

20.5
21.2
21.5

Order number: 51FP127P450L

EAN: 4069025613745

Standard room

0.7
0.3
0.2

0.5
0.5
0.2

0.5
0.3
0.2

View crosswise (C0)

19.6
20.4
20.8
211
21.2
21.2

19.8
20.8
21.2
21.6
21.8
21.9

21.2
21.7
22.0
22.2

21.2
21.7
22.0

18.4
19.5
19.9
20.3
20.6
20.7

18.9
20.1
20.7
21.2
21.5
21.7

21.0
21.6
21.9
22.2

21.0
21.7
22.0

Max. for y >= 65°

15°
165°
195°
345°

9167.5
7581.1
6382.9
5463.7

4757.8
4177.9
3647.0
3110.7

2670.7

19.9
20.8
211
21.4
21.5
21.6

201
21.2
21.6
22.0
22.2
22.3

21.7
22.2
22.4
22.7

21.6
22.2
22,5

30°
150°
210°
330°

Luminance in cd/m?

9247.9
7670.6
6469.6
5540.1

4817.9
4192.7
3626.5
3085.7

2604.3

0.3
0.3
0.2

20.2
211
21.5
21.8
22.0
22.0

20.5
21.6
221
22,5
22.7
22.8

22.2
22.7
23.0
23.2

221
22.7
23.0

Photometric

0.7
0.5
0.2

18.2
19.1
19.5
19.7
19.8
19.9

18.6
19.7
20.2
20.5
20.6
20.7

20.4
20.8
21.0
211

20.5
20.9
211

dimensions in mm:

45°
135°
225°
315°

9413.4
7804.6
6576.0
5629.1

4889.5
4254.9
3654.4
3018.5

2450.9

0.7
0.3
0.2

View endwise (C90)

19.7
20.5
20.7
20.9
20.9
20.9

19.9
20.8
211
213
21.4
21.3

211
21.5
21.5
21.5

211
21.4
21.5

L =1590

B =287

60°
120°
240°
300°

9748.5
8065.2
6789.9
5812.4

5051.2
4389.5
3729.1
2999.0

2246.6

0.5
0.5
0.2

18.6
19.5
19.9
20.1
20.3
20.3

19.0
20.2
20.6
21.0
211
21.2

20.9
213
21.5
21.6

20.9
21.4
21.6

H(COo) =21
H(C90) = 21

75°
105°
255°
285°

10196.3
8458.1
7136.9
6118.4

5324.4
4630.8
3932.2
3107.4

2124.0

LP number
59014 _21
0.5 0.3
0.3 0.3
0.2 0.2
20.0 20.4
20.8 21.2
211 21.5
21.2 21.6
21.3 21.7
21.2 21.7
20.2 20.6
21.2 21.6
21.5 22.0
21.8 22.2
21.8 22.3
21.8 22.3
21.6 221
21.9 22.4
22.0 22.5
22.0 22.6
21.6 22.0
21.9 22.4
22.0 22.6
H(C180) = 21
H(C270) = 21
00
270°
10860.1
9098.1
7765.8
6731.3
5921.6
5224.6
4516.1
3648.5
2475.7
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Photometric test report

Family Order number: 51FP127P450L LP number
Monsun® 11 EAN: 4069025613745 59014_21
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)

135° 120° 105° 90° 75° 60° 45°

8000
150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
8000
225° 240° 255° 285° 300° 315°
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