
office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP21DP5A0U

EAN: 4069025633859 59917_4
LP number

serial 
documentation

26.11.2025

Version prismatic diffuser, opal, polycarbonate, narrow 
distribution

Lamps LED 5000 K | CRI ≥ 80

Controlgear ECG-DALI

Rated values Net luminous flux = 12000 lm
Power consumption = 70.7 W
Luminous efficacy    = 169.7 lm/W

Luminous intensity in cd/klm Imax: 519 cd/klmC180-0 C270-90
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Classifications

DIN 5040 A 4 1
CIE N1=55 N2=82 N3=95

N4=97 N5=100

Luminaire light output ratios

�LB 100.0%
�u 96.8%
�o 3.2%

Measurement conditions

DIN EN 13032 and DIN 5032
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP21DP5A0U

EAN: 4069025633859 59917_4
LP number

Table of values for luminous intensities Maximum luminous intensity
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Total
Phi-zone

� Luminous intensity in cd/klm Luminous flux in lm/klm
0° 518.9 518.9 518.9 518.9 518.9 518.9 518.9 3.1 3.1
5° 512.6 510.4 507.1 509.0 510.9 510.8 511.1 24.4 27.5

10° 486.8 484.5 481.0 482.4 483.9 483.7 484.0 46.0 73.5
15° 448.4 446.3 442.8 443.6 444.6 444.1 444.3 63.1 136.6

20° 404.0 402.0 398.6 398.8 399.7 398.8 399.0 75.0 211.5
25° 358.5 356.7 353.2 353.0 353.7 352.7 352.9 82.0 293.6
30° 315.6 313.8 310.4 309.5 309.7 308.8 308.8 85.2 378.7
35° 275.4 273.5 270.8 269.2 268.7 267.9 267.9 85.0 463.7

40° 239.7 237.8 235.3 233.2 232.0 231.0 231.3 82.5 546.2
45° 207.3 205.4 203.2 200.4 198.7 197.5 198.0 78.0 624.2
50° 178.4 176.5 174.5 171.5 169.1 167.0 167.5 72.2 696.4
55° 152.2 150.4 148.7 145.2 142.3 139.6 140.0 65.3 761.7

60° 127.7 126.3 124.5 120.9 117.5 114.2 113.9 57.3 819.0
65° 104.8 103.5 101.5 97.9 94.3 90.6 89.3 48.4 867.4
70° 83.0 81.9 79.4 76.1 72.3 68.2 66.4 38.8 906.3
75° 62.4 61.4 58.6 55.3 51.3 47.2 44.7 28.9 935.2

80° 43.1 42.1 39.6 35.8 31.8 27.6 24.8 19.0 954.1
85° 27.5 26.4 24.0 20.2 15.9 11.6 8.6 10.6 964.7
90° 19.2 18.3 15.8 12.1 7.9 3.6 1.0 6.2 970.9
95° 17.6 16.8 14.5 11.0 6.8 2.8 0.9 5.6 976.5

100° 16.1 15.2 13.0 9.6 5.8 2.0 0.9 4.9 981.3
105° 14.4 13.6 11.4 8.3 4.6 1.4 0.8 4.1 985.5
110° 12.8 11.9 9.9 6.9 3.5 0.9 0.8 3.4 988.9
115° 11.0 10.1 8.3 5.6 2.6 0.9 0.8 2.8 991.6

120° 9.3 8.5 6.8 4.3 1.8 0.9 0.8 2.2 993.8
125° 7.5 6.8 5.3 3.1 1.1 0.9 0.8 1.6 995.4
130° 5.8 5.2 3.9 2.2 1.1 1.0 0.9 1.2 996.6
135° 4.2 3.8 2.7 1.5 1.2 1.1 1.0 0.8 997.4

140° 2.9 2.5 1.8 1.4 1.3 1.2 1.1 0.6 998.0
145° 1.9 1.8 1.7 1.5 1.4 1.3 1.3 0.5 998.5
150° 1.8 1.8 1.7 1.5 1.4 1.4 1.4 0.4 998.9
155° 1.8 1.7 1.7 1.5 1.5 1.4 1.4 0.4 999.3

160° 1.7 1.7 1.6 1.5 1.5 1.5 1.5 0.3 999.6
165° 1.6 1.6 1.5 1.5 1.5 1.5 1.5 0.2 999.8
170° 1.5 1.5 1.5 1.5 1.5 1.5 1.5 0.1 999.9
175° 1.6 1.5 1.5 1.5 1.5 1.6 1.5 0.1 1000.0

180° 1.6 1.6 1.6 1.6 1.6 1.6 1.6 0.0 1000.0
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP21DP5A0U

EAN: 4069025633859 59917_4
LP number

UGR-Table Standard room

Reflection factor of ceiling
Reflection factor of walls
Reflection factor of floor

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

0.7 0.7 0.5 0.5 0.3
0.5 0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2 0.2

Room dimensions
x y

 2H  2H
  3H
  4H
  6H
  8H
 12H

 4H  2H
  3H
  4H
  6H
  8H
 12H

 8H  4H
  6H
  8H
 12H

12H  4H
  6H
  8H

View crosswise (C0)

21.9 23.5 22.3 23.8 24.2
23.3 24.8 23.7 25.1 25.5
23.9 25.3 24.3 25.6 26.0
24.4 25.6 24.8 26.0 26.4
24.6 25.7 25.0 26.1 26.5
24.7 25.8 25.1 26.2 26.6
22.5 23.9 22.9 24.3 24.6
24.1 25.3 24.6 25.7 26.1
24.8 25.9 25.3 26.3 26.7
25.4 26.3 25.9 26.7 27.2
25.6 26.5 26.1 26.9 27.4
25.9 26.6 26.3 27.0 27.5
25.1 25.9 25.6 26.4 26.9
25.8 26.5 26.3 27.0 27.5
26.1 26.7 26.6 27.2 27.7
26.4 26.9 26.9 27.4 27.9
25.1 25.9 25.6 26.3 26.8
25.9 26.5 26.4 27.0 27.5
26.2 26.7 26.7 27.2 27.8

View endwise (C90)

22.0 23.6 22.4 24.0 24.3
23.4 24.8 23.7 25.2 25.5
23.9 25.2 24.3 25.6 26.0
24.2 25.5 24.6 25.9 26.2
24.4 25.5 24.8 25.9 26.3
24.4 25.5 24.8 25.9 26.3
22.6 24.0 23.0 24.4 24.7
24.2 25.3 24.6 25.7 26.1
24.8 25.8 25.2 26.2 26.7
25.2 26.1 25.7 26.6 27.0
25.4 26.2 25.8 26.6 27.1
25.4 26.2 25.9 26.6 27.1
25.1 25.9 25.5 26.3 26.8
25.6 26.3 26.1 26.8 27.3
25.8 26.4 26.3 26.9 27.4
25.9 26.4 26.4 26.9 27.5
25.1 25.8 25.6 26.3 26.8
25.7 26.3 26.2 26.8 27.3
25.9 26.4 26.4 26.9 27.5

Luminance table Max. for ��������
Photometric
dimensions in mm:

L  = 1590
B = 87

H(C0)    = 21
H(C90) = 21

H(C180) = 21
H(C270) = 21

C-
planes
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330°

45°
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315°

60°
120°
240°
300°

75°
105°
255°
285°

90°
270°

� Luminance in cd/m²
45° 20489.1 20381.7 20507.4 20837.8 21536.4 22529.0 23974.1
50° 18693.2 18578.3 18739.3 19058.1 19714.6 20689.6 22261.1
55° 17114.6 17004.4 17193.4 17473.4 18102.7 19066.6 20780.0
60° 15628.3 15541.6 15723.8 15991.1 16582.4 17530.3 19324.2

65° 14173.5 14092.1 14246.1 14499.6 15088.0 16007.7 17834.7
70° 12658.8 12584.1 12642.7 12907.6 13448.4 14345.2 16242.7
75° 10998.5 10938.3 10888.5 11081.2 11515.8 12342.4 14274.6
80° 9097.7 8979.2 8903.5 8860.7 9073.6 9653.1 11512.0

85° 7270.6 7097.1 6883.2 6588.9 6295.4 6216.4 7463.1
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Photometric test report

Monsun® 11
Family Order number: 51FP21DP5A0U

EAN: 4069025633859 59917_4
LP number

Luminance values in cd/m² � 65° � 70° � 75° � 80° � 85°
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office industry traffic retail public sports

Photometric test report

Monsun® 11
Family Order number: 51FP21DP5A0U

EAN: 4069025633859 59917_4
LP number

Dimming levels table environmental temperature: 25°C

Luminous flux
%

Dimming level
linear

Dimming level
logarithmic

Luminous flux
[lm]

Power consumption
[W]

100 254 254 12000 70.7
95 240 252 11386 66.7
90 227 250 10812 63.2
85 213 248 10186 59.2
80 200 245 9601 55.6
75 187 243 9012 52.0
70 174 240 8417 48.3
65 161 237 7818 44.7
60 148 234 7216 41.2
55 135 231 6608 37.6
50 122 227 5995 34.2
45 109 223 5377 30.7
40 97 219 4801 27.4
35 85 214 4220 24.2
30 72 208 3585 20.7
25 60 201 2996 17.5
20 48 193 2400 14.2
15 36 182 1797 10.9
10 24 168 1189 7.4

5 12 142 578 3.9
2 5 110 217 1.7
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