Photometric test report

Family Order number: 51FP21MP690U LP number
Monsun® 11 EAN: 4069025633989 59917_10
Version prismatic diffuser, opal, polycarbonate, narrow
distribution serial
Lamps LED 6500 K | CRI = 80 documentation
. Controlgear ECG Multilumen 26.11.2025
: ) Rated values Net luminous flux = 9970 Im
= Power consumption = 62.4 W

Luminous efficacy = 159.8 Im/W

Luminous intensity in cd/klm _€180:0 -G270:90_ 1 Imax: 519 cd/kim
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Classifications Luminaire light output ratios
DIN 5040 Ad1 nLB 100.0%
CIE N1=55 N2=82 N3=95 d)u 96.8%
N4=97 N5=100 ¢o 3.2%

Measurement conditions

DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 51FP21MP690U LP number
Monsun® 11 EAN: 4069025633989 59917_10

Table of values for luminous intensities Maximum luminous intensity

15° 30° 45° 60° 75°
165° 150° 135° 120° 105°
C- 0° 195° 210° 225° 240° 255° 90° . Total
planes 180° 345° 330° 315° 300° 285° 270°  Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 518.9 518.9 518.9 518.9 518.9 518.9 518.9 3.1 3.1
5° 512.6 510.4 507.1 509.0 510.9 510.8 511.1 24.4 27.5
10° 486.8 484.5 481.0 482.4 483.9 483.7 484.0 46.0 73.5
15° 448.4 446.3 442.8 443.6 444.6 444 1 4443 63.1 136.6
20° 404.0 402.0 398.6 398.8 399.7 398.8 399.0 75.0 211.5
25° 358.5 356.7 353.2 353.0 353.7 352.7 352.9 82.0 293.6
30° 315.6 313.8 310.4 309.5 309.7 308.8 308.8 85.2 378.7
35° 2754 273.5 270.8 269.2 268.7 267.9 267.9 85.0 463.7
40° 239.7 237.8 235.3 233.2 232.0 231.0 231.3 82.5 546.2
45° 207.3 205.4 203.2 200.4 198.7 197.5 198.0 78.0 624.2
50° 178.4 176.5 174.5 171.5 169.1 167.0 167.5 72.2 696.4
55° 152.2 150.4 148.7 145.2 142.3 139.6 140.0 65.3 761.7
60° 127.7 126.3 124.5 120.9 117.5 114.2 113.9 57.3 819.0
65° 104.8 103.5 101.5 97.9 94.3 90.6 89.3 48.4 867.4
70° 83.0 81.9 79.4 76.1 72.3 68.2 66.4 38.8 906.3
75° 62.4 61.4 58.6 55.3 51.3 47.2 447 28.9 935.2
80° 43.1 421 39.6 35.8 31.8 27.6 24.8 19.0 954.1
85° 275 26.4 24.0 20.2 15.9 11.6 8.6 10.6 964.7
90° 19.2 18.3 15.8 121 7.9 3.6 1.0 6.2 970.9
95° 17.6 16.8 14.5 11.0 6.8 2.8 0.9 5.6 976.5
100° 16.1 15.2 13.0 9.6 5.8 2.0 0.9 4.9 981.3
105° 14.4 13.6 1.4 8.3 4.6 1.4 0.8 4.1 985.5
110° 12.8 11.9 9.9 6.9 3.5 0.9 0.8 34 988.9
115° 11.0 10.1 8.3 5.6 2.6 0.9 0.8 2.8 991.6
120° 9.3 8.5 6.8 4.3 1.8 0.9 08 2.2 993.8
125° 7.5 6.8 5.3 3.1 11 0.9 0.8 1.6 995.4
130° 5.8 5.2 3.9 22 1.1 1.0 0.9 1.2 996.6
135° 4.2 3.8 2.7 1.5 1.2 1.1 1.0 0.8 997.4
140° 2.9 25 1.8 1.4 1.3 1.2 1.1 0.6 998.0
145° 1.9 1.8 1.7 15 1.4 13 3 0.5 998.5
150° 1.8 1.8 1.7 1.5 1.4 1.4 1.4 0.4 998.9
155° 1.8 1.7 1.7 1.5 1.5 1.4 1.4 0.4 999.3
160° 1.7 1.7 1.6 15 1.5 1.5 1.5 0.3 999.6
165° 16 16 15 15 15 15 15 0.2 999.8
170° 1.5 15 15 1.5 1.5 1.5 1.5 0.1 999.9
175° 1.6 1.5 1.5 1.5 1.5 1.6 1.5 0.1 1000.0
180° 1.6 1.6 1.6 1.6 1.6 1.6 1.6 0.0 1000.0
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Photometric test report

Family

Monsun® 11

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls
Reflection factor of floor
Room dimensions

X

2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

Luminance table

C-
planes

45°
50°
55°
60°
65°
70°
75°
80°
85°

o

180°

17023.0
15531.0
14219.4
12984.5

11775.8
10517.4
9137.9
7558.7

6040.6

0.5
0.2

213
22.7
23.3
23.7
23.9
241

21.9
23.5
24.2
24.8
25.0
25.2

24.5
25.2
25.5
25.7

24.5
25.2
25.6

Order number: 51FP21MP690U

EAN: 4069025633989

Standard room

0.7
0.3
0.2

0.5
0.5
0.2

0.5
0.3
0.2

View crosswise (C0)

22.9
241
24.6
25.0
25.1
25.2

23.3
24.6
25.2
25.7
25.8
25.9

25.3
25.9
26.1
26.3

25.2
25.8
26.1

21.6
23.0
23.6
241
24.4
245

22.3
23.9
24.6
25.2
25.5
25.7

24.9
25.6
26.0
26.3

25.0
25.7
26.1

Max. for y >= 65°

15°
165°
195°
345°

16933.8
15435.5
14127.9
12912.5

11708.2
10455.3
9087.9
7460.2

5896.5

23.2
24.5
25.0
25.3
25.5
25.6

23.6
25.0
25.6
26.1
26.3
26.4

25.7
26.3
26.6
26.8

25.7
26.3
26.6

30°
150°
210°
330°

Luminance in cd/m?

17038.2
15569.3
14284.9
13063.8

11836.2
10504.0
9046.5
7397.4

5718.8

0.3
0.3
0.2

23.5
24.8
25.3
25.7
25.9
26.0

24.0
254
26.1
26.6
26.7
26.9

26.2
26.8
271
27.3
26.2

26.8
271

Photometric

0.7
0.5
0.2

21.4
22.7
23.2
23.6
23.7
23.8

22.0
23.5
241
24.6
24.7
24.8

24.4
25.0
251
253

24.5
251
25.3

dimensions in mm:

45°
135°
225°
315°

17312.7
15834.1
14517.5
13285.9

12046.7
10724.0
9206.6
7361.8

5474.3

0.7
0.3
0.2

View endwise (C90)

23.0
24.2
24.6
24.8
24.9
24.9

23.4
24.7
25.2
25.5
25.5
25.5

25.3
25.7
25.8
25.8

25.2
25.6
25.8

L =1590

B =287

60°
120°
240°
300°

17893.2
16379.5
15040.3
13777.2

12535.6
11173.4
9567.7
7538.7

5230.4

0.5
0.5
0.2

21.7
231
23.6
24.0
241
24.2

22.4
23.9
24.6
25.0
25.2
25.3

24.9
25.5
25.6
25.8

25.0
25.6
25.8

H(COo) =21
H(C90) = 21

75°
105°
255°
285°

18717.8
17189.6
15841.1
14564.7

13299.8
11918.4
10254.5

8020.1

5164.8

LP number
59917_10
0.5 0.3
0.3 0.3
0.2 0.2
23.3 23.6
24.5 24.9
25.0 25.3
25.2 25.6
25.3 25.7
25.3 25.7
23.7 24.1
25.1 25.5
25.6 26.0
25.9 26.4
26.0 26.5
26.0 26.5
25.7 26.2
26.1 26.6
26.2 26.8
26.3 26.8
25.7 26.2
26.1 26.6
26.3 26.8
H(C180) = 21
H(C270) = 21
00
270°
19918.5
18495.2
17264.7
16055.2
14817.7
13495.0
11859.8
9564.6
6200.6
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Photometric test report

Family Order number: 51FP21MP690U LP number
Monsun® 11 EAN: 4069025633989 59917_10
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
, N
[
1!
11
I
180° oy 0°
o
1o
\ \
LAY
195° 345°
210° 330°

225° 240° 255° 285° 300° 315°

Subject to modifications and errors
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Photometric test report

Family
Monsun® 11

Multilumen Table

DIP-Step Switch Setting
1 2 3

1 A C E

2 A Cc F

3 A D E

4 A D F

5 B Cc E

6 B Cc F

7 B D E

8 B D F

Order number: 51FP21MP690U
EAN: 4069025633989

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
9970
9410
8920
8480
7990
7540
7160
6660

w]
62.4
58.5
55.2
52.3
49.0
46.1
436
40.4

LP number

59917 10
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