Photometric test report

Family
Monsun® 11

Order number: 51FP227P460L LP number
EAN: 4069025634016 59059_16
Version prismatic diffuser, opal, polycarbonate, medium
distribution serial
Lamps LED 4000 K | CRI = 80 documentation
Controlgear ECG 26.11.2025

Rated values

Net luminous flux = 6050 Im

Power consumption = 37.8 W

Luminous efficacy = 160.1 Im/W
Luminous intensity in cd/klm 1800 | _G270:90_: Imax: 386 cd/kim
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Classifications
DIN 5040 A4 1
CIE N1=49 N2=78 N3=94
N4=96 N5=100

Measurement conditions

DIN EN 13032 and DIN 5032
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Luminaire light output ratios
nLB 100.0%
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Photometric test report

Family Order number: 51FP227P460L LP number
Monsun® 11 EAN: 4069025634016 59059 _16

Table of values for luminous intensities Maximum luminous intensity

15° 30° 45° 60° 75°
165° 150° 135° 120° 105°
C- 0° 195° 210° 225° 240° 255° 90° . Total
planes 180° 345° 330° 315° 300° 285° 270°  Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 386.1 386.1 386.1 386.1 386.1 386.1 386.1 2.3 23
5° 385.0 383.6 381.1 382.2 383.7 383.7 384.1 18.3 20.6
10° 376.4 374.9 3721 372.9 373.9 373.8 3741 35.6 56.2
15° 362.1 360.6 357.5 357.6 358.1 357.6 357.8 50.9 107.1
20° 343.1 341.6 338.1 337.5 337.4 336.4 336.5 63.5 170.5
25° 320.8 319.3 315.3 313.8 313.1 311.7 311.6 729 243.5
30° 296.6 295.0 290.7 288.0 286.5 284.8 284.6 79.3 322.7
35° 270.6 269.0 264.8 261.3 258.6 256.7 256.6 82.5 405.2
40° 2448 2431 239.0 2347 231.1 228.9 2287 83.0 488.2
45° 219.0 217.0 213.1 208.0 204.0 201.1 201.1 81.0 569.2
50° 193.8 191.7 188.2 182.7 178.0 174.2 1741 76.9 646.1
55° 169.5 167.4 164.1 158.3 152.9 148.5 148.1 711 717.2
60° 145.6 143.6 140.4 134.6 128.8 123.6 122.6 63.7 780.8
65° 122.3 120.5 117.1 111.4 105.6 99.9 97.8 55.0 835.9
70° 99.2 97.7 937 88.4 82.6 76.6 737 45.1 881.0
75° 76.5 75.1 71.0 65.8 59.8 53.8 50.2 34.3 915.3
80° 54.8 53.3 496 44.1 38.2 321 28.1 233 938.6
85° 36.7 35.2 31.7 26.4 20.3 14.3 10.0 13.8 952.3
90° 26.6 253 21.8 16.8 10.9 5.1 13 8.6 960.9
95° 24.4 23.3 20.0 15.2 9.4 3.8 11 7.7 968.6
100° 22.4 21.2 18.1 13.4 8.0 2.7 1.0 6.8 975.3
105° 201 19.0 15.9 11.5 6.4 1.8 0.9 5.7 981.1
110° 17.7 16.5 13.7 9.6 4.8 1.1 0.9 4.7 985.8
115° 15.2 14.1 1.5 7.7 35 1.1 0.9 3.8 989.6
120° 12.8 1.7 9.4 5.9 23 1.1 0.9 29 992.5
125° 10.3 9.3 7.2 4.2 14 1.0 0.9 21 994.7
130° 7.9 71 52 2.8 1.3 1.1 0.9 1.5 996.2
135° 5.6 5.0 3.5 1.7 1.4 1.1 1.0 1.0 997.2
140° 36 3.1 2.1 1.6 1.4 1.2 1.1 0.7 997.9
145° 2.1 2.0 1.8 1.7 14 1.3 1.2 0.5 998.5
150° 2.0 1.9 1.8 1.6 1.5 14 1.3 0.4 998.9
155° 1.9 1.8 1.7 1.6 15 1.4 1.4 0.4 999.3
160° 1.7 1.7 1.6 1.5 1.5 1.5 1.4 0.3 999.6
165° 1.6 1.6 1.5 1.5 1.5 1.4 1.4 0.2 999.8
170° 1.5 1.5 14 14 14 14 14 0.1 999.9
175° 14 14 14 14 1.5 1.5 14 0.1 1000.0
180° 14 14 14 14 14 14 14 0.0 1000.0
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Photometric test report
Family
Monsun® 11

UGR-Table

Reflection factor of ceiling 0.7

Reflection factor of walls 0.5

Reflection factor of floor 0.2
Room dimensions

X y

2H 2H 20.2

3H 21.7

4H 22.4

6H 23.0

8H 23.2

12H 23.4

4H 2H 20.8

3H 22.6

4H 23.4

6H 241

8H 24.4

12H 24.7

8H 4H 23.7

6H 24.5

8H 249

12H 25.3

12H 4H 23.8

6H 24.6

8H 25.0

Luminance table

C- 0°
planes 180°
Y

45° 10909.5
50° 10240.6
55° 9612.7
60° 8979.9
65° 8337.2
70° 7627.0
75° 6797.8
80° 5827.0
85° 4894.4

Order number: 51FP227P460L

EAN: 4069025634016

Standard room

0.7 0.5 0.5

0.3 0.5 0.3

0.2 0.2 0.2

View crosswise (C0)

21.8 20.5 221
23.3 221 23.6
23.8 22.8 24.2
24.3 23.4 24.7
24.5 23.7 24.8
24.6 23.9 25.0
22.3 21.2 22.6
23.8 23.0 24.2
24.5 23.8 24.9
25.1 24.6 25.5
25.3 249 25.7
25.4 25.1 25.9
24.6 24.2 25.0
25.3 25.0 25.7
25.6 25.4 26.0
25.8 25.8 26.3
24.6 24.2 25.0
25.3 25.1 25.7
25.6 25.5 26.1

Max. for y >= 65°

Luminance in cd/m?

15° 30°
165° 150°
195° 210°
345° 330°
10854.8 10845.0
10174.4 10188.5
9538.2 9567.3
8912.4 8938.7
8270.8 8283.7
7571.4 7526.1
6742.6 6643.2
5729.0 5620.9
4767.2 4586.1

0.3
0.3
0.2

22,5
23.9
24.6
251
25.2
25.4

23.0
24.6
254
25.9
26.2
26.4

25.5
26.2
26.6
26.8

25.5
26.3
26.6

Photometric

0.7
0.5
0.2

20.0
21.5
22.0
224
22.6
22.6

20.7
224
23.0
23.5
23.7
23.8

23.4
24.0
24.2
24.3

23.5
241
24.3

dimensions in mm:

45°
135°
225°
315°

10901.9
10236.8
9600.9
8973.2

8317.6
7566.7
6647.1
5496.7

4333.7

LP number
59059 16
0.7 0.5 0.5 0.3
0.3 0.5 0.3 0.3
0.2 0.2 0.2 0.2
View endwise (C90)

21.7 20.4 22.0 22.3
23.0 21.8 23.3 23.7
235 224 23.8 24.2
23.7 22.8 241 24.5
23.8 23.0 24.2 24.6
23.8 23.0 24.2 24.6
221 211 22.5 22.9
23.6 22.8 24.0 24.4
241 235 24.5 25.0
24.5 24.0 24.9 25.4
24.6 241 25.0 25.5
24.6 24.2 25.0 25.5
24.3 23.9 24.7 25.2
24.7 24.5 25.2 25.7
249 24.7 25.3 25.9
249 24.8 25.4 25.9
24.2 23.9 24.7 25.2
24.7 24.6 25.2 25.7
249 24.9 25.4 25.9

L =1590 H(C0) =21 H(C180)=21

B =87 H(C90) =21 H(C270) =21

60° 75°
120° 105°

240° 255° 0°
300° 285° 270°
11143.9 11565.3 12274.6
10461.6 10877.8 11663.7
9807.6 10222.3 11085.9
9168.5 9568.5 10484.1
8516.5 8901.2 9844.4
7748.3 8116.7 9090.5
6768.4 7095.7 8077.2
5500.5 5673.2 6578.6
4063.9 3853.4 4370.4
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Photometric test report

Family Order number: 51FP227P460L LP number
Monsun® 11 EAN: 4069025634016 59059_16
Luminance values in cd/m? 65° 701 y75° 1 y80°_ ; 85 _1

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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