Photometric test report

Family Order number: 51DB32EA13D1D LP number
Lunis 21 S EAN: 4069025712097 59864 20
Version recessed luminaire, Combined lens and

reflector optics, reflector, white, rotationally
symmetrical medium distribution, UGR<25

serial
documentation

Lamps LED 4000 K | CRI =290 25.03.2026
Controlgear ECG-DALI-Multilumen
Setting factory setting: DIP-Step=0

O Rated values Net luminous flux = 890 Im

Power consumption = 6.4 W
Luminous efficacy = 139.1 Im/W

Luminous intensity in cd/kim 1800 | Imax: 2026 cd/klm
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Classifications Luminaire light output ratios
DIN 5040 A70 nLB 100.0%
CIE N1=88 N2=96 N3=99 d)u 100.0%
N4=100 N5=100 ¢o 0.0%

Measurement conditions

DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 51DB32EA13D1D LP number
Lunis 21 S EAN: 4069025712097 59864 _20

Table of values for luminous intensities Maximum luminous intensity
C- Total

planes 0° Phi-zone Phi-zone

y Luminous intensity in cd/kim Luminous flux in Im/kim

0,0° 2025.6 3.0 3.0

2,5° 1994.5 23.8 26.9

5,0° 1911.2 45.7 72.5

7,5° 1773.6 63.5 136.0
10,0° 1597.7 76.1 2121
12,5° 1382.8 82.0 294.1
15,0° 1168.7 82.9 377.0
17,5° 972.4 80.2 457.2
20,0° 799.1 74.9 532.1
22,5° 646.6 67.8 599.9
25,0° 521.5 60.4 660.4
27,5° 418.7 53.0 713.4
30,0° 334.2 45.8 759.2
32,5° 261.3 38.5 797.7
35,0° 200.5 31.5 829.2
37,5° 151.7 25.3 854.5
40,0° 113.5 20.0 874.5
42,5° 86.4 16.0 890.5
45,0° 68.9 13.4 903.9
47,5° 57.6 11.6 915.5
50,0° 50.1 10.5 926.0
52,5° 44.6 9.7 935.7
55,0° 39.0 8.8 944.5
57,5° 34.6 8.0 952.5
60,0° 302 7.2 959.7
62,5° 26.8 6.5 966.2
65,0° 24.1 6.0 972.2
67,5° 21.6 5.5 977.6
70,0° 19.1 4.9 982.5
72,5° 16.5 4.3 986.9
75,0° 14.1 3.7 990.6
77,5° 11.8 3.2 993.8
80,0° 9.4 25 996.3
82,5° 7.0 1.9 998.2
85,0° 4.5 1.2 999.5
87,5° 20 0.5 1000.0
90,0° 0.0 0.0 1000.0
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Photometric test report

Family

Lunis 21 S

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls 0.5
Reflection factor of floor 0.2
Room dimensions

X

2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

20.5
213
21.8
22.2
22,5
22.6

20.8
21.8
224
23.0
23.2
23.4

22.6
23.3
23.6
23.9

22.7
23.4
23.7

Luminance table

C-
planes

Y
45,0°
50,0°
55,0°
60,0°
65,0°
70,0°
75,0°
80,0°
85,0°

0°

Luminance in cd/m?

35207.3
28187.6
24575.9
21815.2

20578.6
20130.7
19742.8
19614.7

18710.8

Order number: 51DB32EA13D1D

EAN: 4069025712097

Standard room

0.7
0.3
0.2

View crosswise (C0)

21.7
22.4
22,7
23.0
23.2
23.2

21.7
22.6
23.1
23.6
23.7
23.8

23.2
23.8
24.0
24.2

23.1
23.7
24.0

Max. for y >= 65°

0.5
0.5
0.2

20.8
21.7
22.2
22.6
22.9
23.0

21.2
22.3
22.9
23.4
23.7
23.9

23.1
23.8
241
24.4

23.2
23.9
243

0.5
0.3
0.2

22.0
22.7
231
23.4
23.5
23.6

221
23.0
23.5
24.0
24.2
24.3

23.6
24.2
24.5
24.7

23.6
24.2
24.5

0.3
0.3
0.2

22.3
231
23.5
23.8
23.9
24.0

22.4
23.4
24.0
24.5
24.7
24.8

241
24.7
25.0
25.2

241
24.8
251

Photometric

0.7
0.5
0.2

20.5
213
21.8
22.2
22,5
22.6

20.8
21.8
224
23.0
23.2
23.4

22.6
23.3
23.6
23.9

22.7
23.4
23.7

dimensions in mm:

D

0.7
0.3
0.2

0.5
0.5
0.2

View endwise (C90)

21.7
22.4
22,7
23.0
23.2
23.2

21.7
22.6
23.1
23.6
23.7
23.8

23.2
23.8
24.0
24.2

23.1
23.7
24.0

56

20.8
21.7
22.2
22.6
22.9
23.0

21.2
22.3
22.9
23.4
23.7
23.9

23.1
23.8
241
24.4

23.2
23.9
243

LP number
59864 20

0.5 0.3

0.3 0.3

0.2 0.2
22.0 22.3
22.7 23.1
23.1 23.5
23.4 23.8
23.5 23.9
23.6 24.0
221 22.4
23.0 23.4
23.5 24.0
24.0 24.5
24.2 24.7
24.3 24.8
23.6 241
24.2 24.7
24.5 25.0
24.7 25.2
23.6 24.1
24.2 24.8
24.5 25.1
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Photometric test report

Family Order number: 51DB32EA13D1D LP number
Lunis 21 S EAN: 4069025712097 59864 20
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)
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150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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Photometric test report

Family
Lunis 21 S

Multilumen Table

DIP-Step

ON
ON
ON
OFF
OFF
OFF
OFF

O =~ N W oo

2
ON
OFF
OFF
ON
ON
OFF
OFF

Switch
Setting
3

OFF
ON
OFF
ON
OFF
ON
OFF

Order number: 51DB32EA13D1D
EAN: 4069025712097

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
2580
2310
2040
1760
1480
1190

890

w]
18.5
16.4
14.4
12.4
10.3

8.3

6.4

LP number

59864 _20
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