Photometric test report

Family
Lunis 21 S

Luminous intensity in cd/kim

Order number: 51DB62EA14B1D LP number
EAN: 4069025672575 59865 27
Version recessed luminaire, Combined lens and
reflector optics, reflector, aluminium, matt, serial
rotationally symmetrical medium distribution, documentation
UGR<16 (L65<1000cd/m?) 25.03.2026
Lamps LED 3000 K | CRI =90

Controlgear
Setting

Rated values

factory setting:

ECG-DALI-Multilumen

DIP-Step=0

Net luminous flux = 750 Im

Power consumption = 6.4 W

Luminous efficacy
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Classifications

DIN 5040
CIE

A80
N1=97 N2=100 N3=100
N4=100 N5=100

Measurement conditions

DIN EN 13032 and DIN 5032

-
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Photometric test report

Family Order number: 51DB62EA14B1D LP number
Lunis 21 S EAN: 4069025672575 59865 27

Table of values for luminous intensities Maximum luminous intensity
C- Total

planes 0° Phi-zone Phi-zone

y Luminous intensity in cd/kim Luminous flux in Im/kim

0,0° 2361.6 3.5 3.5

2,5° 2324.0 27.8 31.3

5,0° 2225.2 53.2 84.5

7,5° 2061.5 73.8 158.2
10,0° 1849.9 88.1 246.3
12,5° 1593.6 94.6 340.9
15,0° 1340.0 95.1 435.9
17,5° 1106.2 91.2 527.1
20,0° 900.9 84.5 611.6
22,5° 720.9 75.6 687.2
25,0° 573.2 66.4 753.6
27,5° 449.8 56.9 810.6
30,0° 349.9 48.0 858.5
32,5° 263.6 38.8 897.3
35,0° 191.8 30.2 927.5
37,5° 134.0 224 949.9
40,0° 89.2 15.7 965.6
42,5° 57.7 10.7 976.3
45,0° 37.6 7.3 983.6
47,5° 254 5.1 988.7
50,0° 18.0 38 992.5
52,5° 13.1 29 995.3
55,0° 8.2 18 997.2
57,5° 5.0 1.2 998.3
60,0° 2.1 0.5 998.8
62,5° 1.2 0.3 999.1
65,0° 0.9 0.2 999.3
67,5° 0.7 0.2 999.5
70,0° 05 0.1 999.7
72,5° 0.4 0.1 999.8
75,0° 0.3 0.1 999.8
77,5° 0.2 0.1 999.9
80,0° 0.2 0.1 999.9
82,5° 0.1 0.0 1000.0
85,0° 0.1 0.0 1000.0
87,5° 0.0 0.0 1000.0
90,0° 0.0 0.0 1000.0
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Photometric test report

Family
Lunis 21 S

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls 0.5
Reflection factor of floor 0.2
Room dimensions

X y
2H 2H 16.9
3H 16.8
4H 16.7
6H 16.6
8H 16.7
12H 16.6
4H 2H 16.7
3H 16.5
4H 16.4
6H 16.3
8H 16.2
12H 16.2
8H 4H 16.2
6H 16.1
8H 16.0
12H 16.0
12H 4H 16.2
6H 16.1
8H 16.0

Luminance table

C-
planes 0°
y  Luminance in cd/m?
45,0° 16202.2
50,0° 8507.7
55,0° 4367.6
60,0° 1283.2
65,0° 650.6
70,0° 446.9
75,0° 354.1
80,0° 352.5
85,0° 349.4

0.7
0.3
0.2

View crosswise (C0)

18.0
17.7
17.5
17.3
17.3
17.2

17.5
17.2
17.0
16.8
16.7
16.6

16.7
16.5
16.3
16.2

16.6
16.3
16.2

Order number: 51DB62EA14B1D

EAN: 4069025672575

Standard room

0.5
0.5
0.2

17.3
171
171
17.0
171
171

171
16.9
16.8
16.8
16.7
16.7

16.7
16.6
16.5
16.5

16.7
16.6
16.5

Max. for y >= 65°

0.5
0.3
0.2

18.3
18.0
17.9
17.7
17.6
17.5

17.9
17.6
17.4
17.2
171
17.0

171
16.9
16.8
16.7

17.0
16.8
16.7

0.3
0.3
0.2

18.6
18.4
18.2
18.1
18.0
18.0

18.2
18.0
17.8
17.7
17.6
17.5

17.6
17.5
17.4
17.3

17.5
17.4
17.3

Photometric

0.7
0.5
0.2

16.9
16.8
16.7
16.6
16.7
16.6

16.7
16.5
16.4
16.3
16.2
16.2

16.2
16.1
16.0
16.0

16.2
16.1
16.0

dimensions in mm:

D

0.7
0.3
0.2

0.5
0.5
0.2

View endwise (C90)
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17.7
17.5
17.3
17.3
17.2

17.5
17.2
17.0
16.8
16.7
16.6

16.7
16.5
16.3
16.2

16.6
16.3
16.2

56

17.3
171
171
17.0
171
171

171
16.9
16.8
16.8
16.7
16.7

16.7
16.6
16.5
16.5

16.7
16.6
16.5

LP number
59865 27

0.5 0.3

0.3 0.3

0.2 0.2
18.3 18.6
18.0 18.4
17.9 18.2
17.7 18.1
17.6 18.0
17.5 18.0
17.9 18.2
17.6 18.0
17.4 17.8
17.2 17.7
17.1 17.6
17.0 17.5
17.1 17.6
16.9 17.5
16.8 17.4
16.7 17.3
17.0 17.5
16.8 17.4
16.7 17.3
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Photometric test report

Family Order number: 51DB62EA14B1D LP number
Lunis 21 S EAN: 4069025672575 59865 27
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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Photometric test report

Family
Lunis 21 S

Multilumen Table

DIP-Step

ON
ON
ON
OFF
OFF
OFF
OFF

O =~ N W oo

2
ON
OFF
OFF
ON
ON
OFF
OFF

Switch
Setting
3

OFF
ON
OFF
ON
OFF
ON
OFF

Order number: 51DB62EA14B1D
EAN: 4069025672575

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
2180
1950
1720
1490
1250
1000

750

w]
18.5
16.4
14.4
12.4
10.3

8.4

6.4

LP number

59865 27
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