Photometric test report

Family
Lunis 21 S

€

Luminous intensity in cd/kim

Order number: 51DB63MA11D1D
EAN: 4069025712486
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Classifications

DIN 5040 A70
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Measurement conditions

DIN EN 13032 and DIN 5032
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recessed luminaire, Combined lens and

reflector optics, reflector, aluminium, highly

specular, rotationally symmetrical wide
distribution, UGR<19 (L65<3000cd/m?)

LED 4000 K | CRI 290
ECG Multilumen
factory setting: DIP-Step=1

Net luminous flux = 950 Im
Power consumption = 5.9 W
Luminous efficacy =161 Im/W
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60007_6
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documentation
25.03.2026

Imax: 1134 cd/kim
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Photometric test report

Family Order number: 51DB63MA11D1D LP number
Lunis 21 S EAN: 4069025712486 60007_6

Table of values for luminous intensities Maximum luminous intensity
C- Total

planes 0° Phi-zone Phi-zone

y Luminous intensity in cd/kim Luminous flux in Im/kim

0,0° 1114.9 1.7 1.7

2,5° 1121.0 13.4 15.1

5,0° 1131.0 27.0 421

7,5° 1133.9 40.6 82.7
10,0° 1123.9 53.5 136.2
12,5° 1094.1 64.9 201.1
15,0° 1049.1 74.4 275.5
17,5° 1122.0 92.5 368.0
20,0° 1111.8 104.2 472.3
22,5° 1026.3 107.7 579.9
25,0° 892.4 103.4 683.3
27,5° 742.4 94.0 777.3
30,0° 557.7 76.4 853.7
32,5° 371.9 54.8 908.5
35,0° 222.7 35.0 943.5
37,5° 116.4 19.4 962.9
40,0° 56.5 10.0 972.9
42,5° 36.9 6.8 979.7
45,0° 26.7 5.2 984.9
47,5° 22.1 45 989.4
50,0° 18.4 3.9 993.2
52,5° 15.7 3.4 996.7
55,0° 10.2 23 999.0
57,5° 3.1 0.7 999.7
60,0° 07 0.2 999.8
62,5° 0.1 0.0 999.9
65,0° 0.1 0.0 999.9
67,5° 0.1 0.0 999.9
70,0° 0.1 0.0 999.9
72,5° 0.1 0.0 1000.0
75,0° 0.1 0.0 1000.0
77,5° 0.0 0.0 1000.0
80,0° 0.0 0.0 1000.0
82,5° 0.0 0.0 1000.0
85,0° 0.0 0.0 1000.0
87,5° 0.0 0.0 1000.0
90,0° 0.0 0.0 1000.0
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Photometric test report

Family
Lunis 21 S

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls 0.5
Reflection factor of floor 0.2
Room dimensions

X y
2H 2H 18.9
3H 18.7
4H 18.7
6H 18.6
8H 18.7
12H 18.7
4H 2H 18.7
3H 18.5
4H 18.4
6H 18.3
8H 18.2
12H 18.3
8H 4H 18.2
6H 18.1
8H 18.0
12H 18.1
12H 4H 18.3
6H 18.1
8H 18.1

Luminance table

C-
planes 0°
y  Luminance in cd/m?

45,0° 14584.8
50,0° 11057.2
55,0° 6868.5
60,0° 540.8
65,0° 91.3
70,0° 112.8
75,0° 149.0
80,0° 0.0
85,0° 0.0

0.7
0.3
0.2

View crosswise (C0)

20.0
19.7
19.5
19.4
19.3
19.2

19.6
19.2
19.0
18.8
18.7
18.6

18.7
18.5
18.4
18.3

18.6
18.4
18.3

Order number: 51DB63MA11D1D
EAN: 4069025712486

Standard room

0.5
0.5
0.2
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19.1
19.1
19.0
19.2
19.1

19.1
18.9
18.8
18.8
18.7
18.8

18.7
18.6
18.6
18.6

18.8
18.7
18.6

Max. for y >= 65°

0.5
0.3
0.2

20.3
20.0
19.9
19.7
19.7
19.6

19.9
19.6
19.4
19.3
19.2
19.1

19.2
19.0
18.9
18.8

191
18.9
18.8

0.3
0.3
0.2

20.6
20.4
20.3
20.1
20.1
20.0

20.3
20.0
19.9
19.7
19.6
19.6

19.6
19.5
19.4
19.3

19.6
19.4
19.3

Photometric

0.7
0.5
0.2

18.9
18.7
18.7
18.6
18.7
18.7

18.7
18.5
18.4
18.3
18.2
18.3

18.2
18.1
18.0
18.1

18.3
18.1
18.1

dimensions in mm:

D

0.7
0.3
0.2

0.5
0.5
0.2

View endwise (C90)

20.0
19.7
19.5
19.4
19.3
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19.6
19.2
19.0
18.8
18.7
18.6

18.7
18.5
18.4
18.3

18.6
18.4
18.3

56

19.3
19.1
19.1
19.0
19.2
19.1

19.1
18.9
18.8
18.8
18.7
18.8

18.7
18.6
18.6
18.6

18.8
18.7
18.6

LP number
60007_6

0.5 0.3

0.3 0.3

0.2 0.2
20.3 20.6
20.0 20.4
19.9 20.3
19.7 20.1
19.7 20.1
19.6 20.0
19.9 20.3
19.6 20.0
19.4 19.9
19.3 19.7
19.2 19.6
19.1 19.6
19.2 19.6
19.0 19.5
18.9 19.4
18.8 19.3
19.1 19.6
18.9 19.4
18.8 19.3
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Photometric test report

Family Order number: 51DB63MA11D1D LP number
Lunis 21 S EAN: 4069025712486 60007_6
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Photometric test report

Family
Lunis 21 S

Multilumen Table

DIP-Step

ON
ON
ON
ON
OFF
OFF
OFF

= N W s o N

2
ON
ON

OFF
OFF
ON
ON
OFF

Switch
Setting
3

ON
OFF
ON
OFF
ON
OFF
ON

Order number: 51DB63MA11D1D
EAN: 4069025712486

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
2730
2450
2160
1860
1560
1260

950

w]
17.5
15.5
13.5
11.6

9.6

7.6

5.9

LP number

60007_6
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