Photometric test report

Family
Lunis21 M

Luminous intensity in cd/kim

Order number: 51DB64MC15D1D
EAN: 4069025712646

Version
Lamps
Controlgear
Setting

Rated values
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Classifications

DIN 5040 A50
CIE N1=56 N2=85 N3=97
N4=100 N5=100

Measurement conditions

DIN EN 13032 and DIN 5032

20°

10°

LP number

59860_28

recessed luminaire, cover opal, PMMA

LED 4000 K | CRI 290
ECG Multilumen

factory setting: DIP-Step=3
Net luminous flux = 1220 Im

Power consumption = 9.6 W
Luminous efficacy =127.1 Im/W
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4?0
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documentation
25.03.2026

Imax: 471 cd/kim

Luminaire light output ratios
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Photometric test report

Family Order number: 51DB64MC15D1D LP number
Lunis21 M EAN: 4069025712646 59860_28

Table of values for luminous intensities Maximum luminous intensity
C- Total

planes 0° Phi-zone Phi-zone

y Luminous intensity in cd/kim Luminous flux in Im/kim

0,0° 470.7 0.7 0.7

2,5° 469.9 5.6 6.3

5,0° 467.3 1.2 17.5

7,5° 462.9 16.6 34.1
10,0° 456.8 21.7 55.8
12,5° 448.9 26.6 82.4
15,0° 439.2 31.2 113.6
17,5° 427.9 353 148.9
20,0° 414.9 38.9 187.8
22,5° 399.5 41.9 229.7
25,0° 383.4 44.4 2741
27,5° 366.0 46.3 320.4
30,0° 348.1 47.7 368.1
32,5° 3286 48.4 416.5
35,0° 308.3 48.5 465.0
37,5° 287.3 47.9 513.0
40,0° 266.0 46.9 559.8
42,5° 2453 45.4 605.3
45,0° 224.8 43.6 648.8
47,5° 204.7 414 690.2
50,0° 186.1 39.1 729.3
52,5° 169.1 36.8 766.1
55,0° 152.6 34.3 800.3
57,5° 136.7 31.6 831.9
60,0° 121.8 28.9 860.8
62,5° 107.3 26.1 886.9
65,0° 93.8 23.3 910.2
67,5° 80.6 20.4 930.7
70,0° 67.8 17.5 948.1
72,5° 56.4 14.8 962.9
75,0° 44.9 1.9 974.8
77,5° 35.2 9.4 984.2
80,0° 25.8 7.0 991.2
82,5° 17.5 4.8 995.9
85,0° 10.3 2.8 998.7
87,5° 4.6 1.3 1000.0
90,0° 0.0 0.0 1000.0
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Photometric test report

Family

Lunis 21 M

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls 0.5
Reflection factor of floor 0.2
Room dimensions

X

2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

26.2
27.4
27.8
28.2
28.3
28.4

26.8
28.1
28.7
29.1
293
29.4

29.0
29.5
29.7
29.8

29.0
29.6
29.8

Luminance table

C-
planes

Y
45,0°
50,0°
55,0°
60,0°
65,0°
70,0°
75,0°
80,0°
85,0°

0°

Luminance in cd/m?

69987.5
63730.3
58557.3
53607.4

48883.3
43659.8
38208.1
32722.5

26026.8

Order number: 51DB64MC15D1D
EAN: 4069025712646

Standard room

0.7
0.3
0.2

View crosswise (C0)

27.8
28.8
29.2
294
29.4
29.4

28.1
29.3
29.7
30.0
30.1
30.1

29.8
30.1
30.3
30.3

29.7
30.1
30.3

Max. for y >= 65°

0.5
0.5
0.2

26.5
27.7
28.2
28.6
28.7
28.8

27.2
28.6
29.2
29.6
29.8
29.9

29.4
30.0
30.2
30.3

29.5
30.1
30.3

0.5
0.3
0.2

28.1
291
29.5
29.8
29.8
29.8

28.4
29.7
30.1
30.5
30.5
30.6

30.2
30.6
30.7
30.8

30.2
30.6
30.8

0.3
0.3
0.2

28.4
29.5
29.9
30.2
30.2
30.2

28.8
30.1
30.6
30.9
31.0
31.1

30.7
31.1
31.3
31.4

30.6
31.1
31.3

Photometric

0.7
0.5
0.2

26.2
27.4
27.8
28.2
28.3
28.4

26.8
28.1
28.7
29.1
29.3
29.4

29.0
29.5
29.7
29.8

29.0
29.6
29.8

dimensions in mm:

D

0.7
0.3
0.2

0.5
0.5
0.2

View endwise (C90)

27.8
28.8
29.2
29.4
29.4
29.4

28.1
29.3
29.7
30.0
30.1
30.1

29.8
30.1
30.3
30.3

29.7
30.1
30.3

84

26.5
27.7
28.2
28.6
28.7
28.8

27.2
28.6
29.2
29.6
29.8
29.9

29.4
30.0
30.2
30.3

29.5
30.1
30.3

LP number
59860 28

0.5 0.3

0.3 0.3

0.2 0.2
28.1 28.4
29.1 29.5
29.5 29.9
29.8 30.2
29.8 30.2
29.8 30.2
28.4 28.8
29.7 30.1
30.1 30.6
30.5 30.9
30.5 31.0
30.6 31.1
30.2 30.7
30.6 311
30.7 31.3
30.8 31.4
30.2 30.6
30.6 31.1
30.8 31.3
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Photometric test report

Family Order number: 51DB64MC15D1D LP number
Lunis 21 M EAN: 4069025712646 59860_28
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)
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150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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Photometric test report

Family
Lunis21 M

Multilumen Table

DIP-Step

ON
ON
ON
ON
OFF
OFF
OFF

= N W s o N

2
ON
ON

OFF
OFF
ON
ON
OFF

Switch
Setting
3

ON
OFF
ON
OFF
ON
OFF
ON

Order number: 51DB64MC15D1D
EAN: 4069025712646

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
2140
1920
1690
1460
1220

990

740

w]
17.5
15.5
13.5
11.6

9.6

7.6

5.9

LP number

59860_28
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