Photometric test report

Family Order number: 51DB16EC14D1D LP number
Lunis 21 M EAN: 4069025786814 60053_10
Version recessed luminaire, Combined lens and
reflector optics, reflector, aluminium, matt, serial
elliptical distribution, UGR<22 documentation
Lamps LED 4000 K | CRI 290 15.04.2026
Controlgear ECG-DALI-Multilumen
) Setting factory setting: DIP-Step=3
Rated values Net luminous flux = 1520 Im

Power consumption = 12.2 W
Luminous efficacy = 124.6 Im/W

Luminous intensity in cd/klm 1800 | _G270:90_: Imax: 2293 cd/klm
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Classifications Luminaire light output ratios
DIN 5040 A70 nLB 100.0%
CIE N1=93 N2=100 N3=100 d)u 100.0%
N4=100 N5=100 ¢o 0.0%

Measurement conditions

DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 51DB16EC14D1D LP number
Lunis21 M EAN: 4069025786814 60053_10

Table of values for luminous intensities Maximum luminous intensity

C- 15° 30° 45° 60° 75° 90°
planes 0° 345° 330° 315° 300° 285° 270°
Y Luminous intensity in cd/kim
0° 2284.0 2284.0 2284.0 2284.0 2284.0 2284.0 2284.0
5° 2293.4 2264.5 2194.6 2098.7 2012.9 1950.4 1929.1
10° 2215.2 2119.8 1892.2 1623.3 1392.1 12441 1190.6
15° 1987.5 1818.8 1450.9 1078.8 823.1 687.2 647.0
20° 1618.4 1414.6 1003.5 660.5 475.4 398.2 376.8
25° 1178.6 1003.4 647.8 396.9 289.1 249.0 240.1
30° 801.2 667.6 413.7 249.4 185.5 165.6 162.5
35° 497.8 416.5 256.9 156.1 120.6 110.7 108.0
40° 294.6 248.6 154.2 98.2 81.1 75.9 74.4
45° 159.9 136.5 89.3 61.6 53.8 51.5 51.0
50° 37.2 354 314 28.6 27.3 27.2 27.2
55° 15.1 14.9 14.5 14.2 14.2 14.4 14.5
60° 6.3 6.3 6.2 6.2 6.2 6.2 6.1
65° 1.5 14 1.4 14 1.4 14 1.4
70° 1.0 1.0 0.9 0.9 0.8 0.8 0.8
75° 0.7 0.7 0.6 0.6 0.6 0.6 0.6
80° 0.5 0.5 0.4 0.4 0.4 0.4 0.4
85° 0.3 0.2 0.2 0.2 0.2 0.2 0.2
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0
C- 105° 120° 135° 150° 165° . Total
planes 255° 240° 225° 210° 195° 180° Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 2284.0 2284.0 2284.0 2284.0 2284.0 2284.0 13.7 13.7
5° 1950.4 2012.9 2098.7 2194.6 2264.5 2293.4 100.6 114.2
10° 1244 .1 1392.1 1623.3 1892.2 2119.8 2215.2 158.2 272.5
15° 687.2 823.1 1078.8 1450.9 1818.8 1987.5 169.7 442.1
20° 398.2 475.4 660.5 1003.5 1414.6 1618.4 154.7 596.8
25° 249.0 289.1 396.9 647.8 1003.4 1178.6 127.2 724.0
30° 165.6 185.5 249.4 4137 667.6 801.2 98.8 822.9
35° 110.7 120.6 156.1 256.9 416.5 497.8 71.5 894.3
40° 75.9 81.1 98.2 154.2 248.6 294.6 49.5 943.8
45° 51.5 53.8 61.6 89.3 136.5 159.9 32.2 976.0
50° 27.2 27.3 28.6 31.4 35.4 37.2 12.7 988.7
55° 14.4 14.2 14.2 14.5 14.9 15.1 6.5 995.2
60° 6.2 6.2 6.2 6.2 6.3 6.3 2.9 998.2
65° 1.4 14 1.4 14 1.4 15 0.7 998.9
70° 0.8 0.8 0.9 0.9 1.0 1.0 0.5 999.3
75° 0.6 0.6 0.6 0.6 0.7 0.7 0.3 999.7
80° 0.4 0.4 0.4 0.4 0.5 0.5 0.2 999.9
85° 0.2 0.2 0.2 0.2 0.2 0.3 0.1 1000.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
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Photometric test report

Family Order number: 51DB16EC14D1D LP number
Lunis 21 M EAN: 4069025786814 60053_10
UGR-Table Standard room
Reflection factor of ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Reflection factor of walls 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
Reflection factor of floor 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room glmensmnsy View crosswise (C0) View endwise (C90)
2H 2H 21.8 22.9 22.2 23.2 23.5 15.1 16.2 15.4 16.5 16.8
3H 21.7 22.6 221 23.0 23.3 14.9 15.9 15.3 16.2 16.6
4H 21.6 224 22.0 22.8 23.2 14.8 15.7 15.2 16.1 16.5
6H 21.6 223 22.0 22.7 231 14.7 15.6 15.1 15.9 16.3
8H 21.6 22.2 22.0 22.6 23.0 14.7 15.5 15.1 15.8 16.3
12H 21.6 221 22.0 22.5 22.9 14.7 15.4 15.2 15.8 16.2
4H 2H 21.5 224 219 22.8 23.2 15.0 15.8 15.4 16.1 16.5
3H 21.4 221 21.8 22.5 22.9 14.7 15.4 15.2 15.8 16.3
4H 21.3 219 21.7 22.3 22.8 14.6 15.3 15.1 15.7 16.1
6H 21.2 21.7 21.7 22.2 22.6 14.5 15.1 15.0 15.5 16.0
8H 21.2 21.6 21.6 221 22.5 14.5 15.0 15.0 15.4 15.9
12H 2141 215 21.6 22.0 22.5 14.4 14.8 14.9 15.3 15.8
8H 4H 211 21.6 21.6 221 22.5 14.5 15.0 15.0 15.4 15.9
6H 21.0 21.4 21.5 21.9 224 14.4 14.8 14.9 15.2 15.7
8H 20.9 21.3 21.5 21.8 22.3 14.3 14.6 14.8 15.1 15.7
12H 20.9 21.2 214 21.7 22.2 14.3 14.5 14.8 15.0 15.6
12H 4H 211 215 21.6 22.0 22.5 14.5 14.8 15.0 15.3 15.8
6H 21.0 21.3 215 21.8 22.3 14.3 14.6 14.9 15.1 15.7
8H 20.9 21.2 21.4 21.7 22.2 14.3 14.5 14.8 15.0 15.6
. Photometric
Luminance table Max. for y >= 65° dimensions in mm: D =84
C- 15° 30° 45° 60° 75° 90° 105° 120° 135° 150° 165°
planes 0° 345° 330° 315° 300° 285° 270° 255° 240° 225° 210° 195° 180°
Y Luminance in cd/m?
45° 62009.1 52940.6 34648.0 23912.3 20850.7 19959.3 19765.4 19959.3 20850.7 23912.3 34648.0 52940.6 62009.1
50° 15860.2 15092.1 13387.0 12193.1 11638.8 11596.6 11596.6 11596.6 11638.8 12193.1 13387.0 15092.1 15860.2
55° 7214.5 7119.3 6928.1 6784.6 6784.6 6880.3 6928.1 6880.3 6784.6 6784.6 6928.1 7119.3 7214.5
60° 3452.6 3452.6 3397.8 3397.8 3397.8 3397.8 3343.5 3397.8 3397.8 3397.8 3397.8 3452.6 3452.6
65° 972.9 908.0 908.0 908.0 908.0 908.0 9080 9080 9080 9080 9080 9080 972.9
70° 801.1 801.1 720.9 720.9 640.8 640.8 640.8 640.8 640.8 720.9 720.9 801.1 801.1
75° 740.8 740.8 634.8 634.8 634.8 634.8 634.8 634.8 634.8 634.8 634.8 740.8 740.8
80° 789.8 789.8 631.8 631.8 631.8 631.8 631.8 631.8 631.8 631.8 631.8 789.8 789.8
85° 944 1 629.4 629.4 629.4 629.4 629.4 629.4 629.4 629.4 629.4 629.4 629.4 944 1
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Photometric test report

Family Order number: 51DB16EC14D1D LP number
Lunis 21 M EAN: 4069025786814 60053_10
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)

135° 120° 105° 90° 75° 60° 45°

150° 30°
165° 15°
180° 0°
195° 345°
210° 330°
225° 240° 255° 285° 300° 315°
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Photometric test report

Family
Lunis21 M

Multilumen Table

DIP-Step

ON
ON
ON
OFF
OFF
OFF
OFF

O =~ N W oo

2
ON
OFF
OFF
ON
ON
OFF
OFF

Switch
Setting
3

OFF
ON
OFF
ON
OFF
ON
OFF

Order number: 51DB16EC14D1D
EAN: 4069025786814

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
2170
1960
1740
1520
1290
1040

800

w]
18.4
16.2
14.4
12.2
10.0

8.1

6.2

LP number

60053_10
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