Photometric test report

Family
Lunis21 M

Order number: 51DB17EC12D1D
EAN: 4069025787132

Version

Lamps
Controlgear
Setting

Rated values

recessed luminaire, Combined lens and
reflector optics, reflector, black, asymmetric
distribution

LED 4000 K | CRI 290

ECG-DALI-Multilumen
factory setting: DIP-Step=3

Net luminous flux = 1070 Im
Power consumption = 12.2 W
Luminous efficacy = 87.7 Im/W

LP number

60050_10

serial
documentation
15.04.2026

Luminous intensity in cd/klm 1800 | _G270:90_: Imax: 1429 cd/klm
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Measurement conditions

DIN EN 13032 and DIN 5032
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Photometric test report

Family Order number: 51DB17EC12D1D LP number
Lunis21 M EAN: 4069025787132 60050_10

Table of values for luminous intensities Maximum luminous intensity

C- 15° 30° 45° 60° 75° 90°
planes 0° 345° 330° 315° 300° 285° 270°
Y Luminous intensity in cd/kim
0° 497.8 497.8 497.8 497.8 497.8 497.8 497.8
5° 669.6 666.7 643.1 616.1 572.5 530.7 488.8
10° 873.2 859.2 807.4 734.0 646.0 551.4 467.0
15° 1085.8 1057.6 971.6 846.7 706.6 560.8 439.2
20° 1319.2 1276.8 1150.3 962.7 754.4 568.2 406.8
25° 1429.5 1402.0 1293.7 1068.6 796.1 558.5 366.0
30° 1329.5 1338.1 1316.7 1147.8 810.4 531.2 321.6
35° 1041.3 1068.9 1143.0 1081.6 785.9 475.2 268.7
40° 683.6 7339 839.9 896.2 689.3 386.2 199.6
45° 402.7 4311 519.0 585.7 388.2 181.3 106.7
50° 119.5 130.2 170.3 168.3 80.5 54.6 49.4
55° 43.8 44.3 421 33.0 29.4 29.4 29.4
60° 12.6 12.2 11.9 12.6 12.9 13.3 13.9
65° 0.6 0.6 0.7 0.9 0.9 11 1.3
70° 0.2 0.2 0.2 0.3 0.3 0.4 0.5
75° 0.2 0.2 0.2 0.2 0.2 0.3 0.3
80° 0.1 0.1 0.1 0.1 0.1 0.2 0.2
85° 0.1 0.1 0.1 0.1 0.1 0.1 0.1
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0
C- 105° 120° 135° 150° 165° . Total
planes 255° 240° 225° 210° 195° 180° Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 497.8 497.8 497.8 497.8 497.8 497.8 3.0 3.0
5° 447.8 415.8 387.2 365.6 354.2 349.9 23.9 26.9
10° 390.1 333.0 294.0 268.6 256.5 251.9 48.9 75.8
15° 337.2 271.6 236.4 215.6 205.6 2041 76.8 152.6
20° 289.5 227.2 198.6 183.8 176.5 175.4 108.5 261.0
25° 2471 196.1 173.1 159.0 152.2 150.1 139.0 400.1
30° 208.3 171.7 151.7 137.3 130.3 129.1 159.7 559.8
35° 1721 144.7 128.0 114.9 110.2 109.7 159.0 718.8
40° 129.5 112.9 102.1 92.5 89.6 88.8 136.8 855.6
45° 80.8 725 68.7 67.5 68.1 69.2 90.6 946.2
50° 48.5 451 39.7 35.9 34.3 34.0 32.7 978.9
55° 30.9 29.3 24.3 229 22.3 21.7 13.9 992.7
60° 15.1 13.3 12.7 11.9 1.4 11.2 6.1 998.8
65° 1.5 1.7 1.7 1.7 1.6 1.6 0.6 999.4
70° 0.6 07 0.7 07 0.7 07 0.2 999.6
75° 0.4 05 05 05 05 05 0.2 999.8
80° 0.3 0.3 0.3 0.3 0.3 0.3 0.1 999.9
85° 0.2 0.2 0.2 0.2 0.2 0.2 0.1 1000.0
90° 0.0 0.0 0.0 0.0 0.0 0.0 0.0 1000.0
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Photometric test report

Family Order number: 51DB17EC12D1D LP number
Lunis 21 M EAN: 4069025787132 60050_10
UGR-Table Standard room
Reflection factor of ceiling 0.7 0.7 0.5 0.5 0.3 0.7 0.7 0.5 0.5 0.3
Reflection factor of walls 0.5 0.3 0.5 0.3 0.3 0.5 0.3 0.5 0.3 0.3
Reflection factor of floor 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2 0.2
Room glmensmnsy View crosswise (C0) View endwise (C90)
2H 2H 28.3 29.7 28.7 30.0 30.3 23.2 24.6 23.6 24.9 25.2
3H 28.2 29.4 28.6 29.7 30.1 231 24.3 23.5 24.6 25.0
4H 28.2 29.2 28.6 29.6 30.0 23.0 241 234 24.5 24.8
6H 28.1 29.1 28.5 294 29.8 22.9 239 234 24.3 24.7
8H 28.1 29.0 28.5 29.4 29.8 22.9 239 23.3 24.2 24.6
12H 28.1 28.9 28.6 29.3 29.7 22.9 23.8 234 24.2 24.6
4H 2H 28.1 29.2 28.5 29.6 29.9 231 241 23.5 24.5 24.9
3H 28.0 28.9 28.4 29.3 29.7 22.9 23.8 23.3 24.2 24.6
4H 27.9 28.7 284 29.1 29.6 22.8 23.6 23.3 24.0 24.5
6H 27.8 28.5 28.3 28.9 29.4 22.7 234 23.2 23.9 24.3
8H 27.8 28.4 28.3 28.8 29.3 22.7 23.3 23.2 23.8 24.2
12H 27.8 28.3 28.3 28.8 29.3 22.7 23.2 23.2 23.7 24.2
8H 4H 27.8 28.4 28.2 28.8 29.3 22.7 23.3 23.2 23.8 24.2
6H 27.7 28.2 28.2 28.7 29.2 22.6 23.1 231 23.6 241
8H 27.6 28.1 28.1 28.6 29.1 22.6 23.0 231 23.5 24.0
12H 27.6 28.0 28.1 28.5 29.0 22.5 229 23.0 234 23.9
12H 4H 27.8 28.3 28.3 28.7 29.2 22.7 23.2 23.2 23.7 24.2
6H 27.7 28.1 28.2 28.6 29.1 22.6 23.0 231 23.5 24.0
8H 27.6 28.0 28.1 28.5 29.0 22.5 229 231 234 23.9

Photometric

Luminance table Max. for y >= 65° dimensions in mm: D =84
C- 15° 30° 45° 60° 75° 90° 105° 120° 135° 150° 165°
planes 0° 345° 330° 315° 300° 285° 270° 255° 240° 225° 210° 195° 180°
Y Luminance in cd/m?

45° 109964.2 1177236 1417104 159933.3 106003.0 49504.6 291235 22074.6  19807.1 18769.0 18441.3  18605.2  18905.8
50° 35884.6 39100.5 51151.9  50550.9 24193.3  16409.3 14846.8  14576.1 13554.5  11931.6 10789.6  10308.4  10218.3
55° 147522  14920.5 141796 111146 9902.1 9902.1 9902.1 10407.0 9868.4 8184.3 7712.7 7510.7 7308.8
60° 4868.3 4713.8 4598.0 4868.3 4984.1 5139.0 5370.7 5834.5 5139.0 4906.9 4598.0 4404.5 4327.3

65° 2741 2741 319.8 411.2 411.2 503.0 594.4 685.8 7771 7771 7771 731.4 731.4
70° 112.9 112.9 112.9 169.4 169.4 225.8 282.3 338.7 395.2 395.2 395.2 395.2 395.2
75° 149.2 149.2 149.2 149.2 149.2 223.8 223.8 298.4 373.0 373.0 373.0 373.0 373.0
80° 111.2 1M11.2 1M11.2 1M11.2 1M11.2 2224 2224 333.6 333.6 333.6 333.6 333.6 333.6
85° 2215 2215 2215 2215 2215 2215 2215 4431 4431 4431 443.1 443.1 443.1
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Photometric test report

Family Order number: 51DB17EC12D1D LP number
Lunis 21 M EAN: 4069025787132 60050_10
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Photometric test report

Family
Lunis21 M

Multilumen Table

DIP-Step

ON
ON
ON
OFF
OFF
OFF
OFF

O =~ N W oo

2
ON
OFF
OFF
ON
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OFF
OFF

Switch
Setting
3

OFF
ON
OFF
ON
OFF
ON
OFF

Order number: 51DB17EC12D1D
EAN: 4069025787132

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
1530
1380
1230
1070

910

740

560

w]
18.4
16.2
14.4
12.2
10.0

8.1

6.2

LP number

60050_10
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