Photometric test report

Family Order number: 51DB37MC14D1D LP number
Lunis 21 M EAN: 4069025791757 60054 5
Version recessed luminaire, Combined lens and

reflector optics, reflector, aluminium, matt,
asymmetric distribution

serial
documentation

Lamps LED 4000 K| CRI =290 15.04.2026
Controlgear ECG Multilumen

Setting factory setting: DIP-Step=4

Rated values Net luminous flux = 1270 Im

Power consumption = 11.4 W
Luminous efficacy = 111.4 Im/W

Luminous intensity in cd/klm _€180:0 -G270:90_ 1 Imax: 1288 cd/klm
100° 180° 100°
— -]
90° 90°

- N ‘ )
NG
LN

30° 20° 10° 10° 20° 30° 40°
Classifications Luminaire light output ratios
DIN 5040 A60 nLB 100.0%
CIE N1=83 N2=99 N3=100 d)u 100.0%
N4=100 N5=100 ¢o 0.0%

Measurement conditions

DIN EN 13032 and DIN 5032

Siteco GmbH | Georg-Simon-Ohm-StraRe 50 | D-83301 Traunreut Subject to modifications and errors
tolerances according to IEC 62722
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Photometric test report

Family Order number: 51DB37MC14D1D LP number
Lunis21 M EAN: 4069025791757 60054 _5

Table of values for luminous intensities Maximum luminous intensity

C- 15° 30° 45° 60° 75° 90°
planes 0° 345° 330° 315° 300° 285° 270°
Y Luminous intensity in cd/kim
0° 719.1 7191 7191 7191 7191 7191 7191
5° 844.1 840.6 819.6 793.8 759.2 723.1 685.4
10° 959.5 947 1 900.7 840.5 764.5 686.2 611.6
15° 1088.3 1066.5 986.6 885.7 763.2 641.9 534.5
20° 1227.7 1197.3 1091.4 935.7 763.8 601.6 466.0
25° 1287.9 1262.3 1168.8 979.5 750.2 551.9 397.3
30° 1159.8 1165.6 1150.8 1001.3 729.8 497.6 330.7
35° 886.0 920.0 978.5 939.0 686.8 433.8 265.7
40° 595.7 633.9 718.3 763.2 589.8 343.0 190.9
45° 346.7 371.7 4447 496.5 334.4 165.6 105.8
50° 104.7 114.7 147.4 147.0 78.4 55.7 52.7
55° 40.1 40.4 39.2 32.8 30.3 313 32.8
60° 12.7 12.6 12.6 13.9 14.9 16.1 17.6
65° 2.0 21 2.5 3.1 3.9 4.9 5.8
70° 1.2 1.3 1.4 1.7 2.2 29 3.6
75° 0.8 0.8 0.9 1.1 1.5 2.0 25
80° 0.5 05 0.6 07 0.9 1.2 1.6
85° 0.2 0.2 03 0.3 05 0.6 038
90° 0.0 0.0 0.0 0.0 0.1 0.1 0.1
C- 105° 120° 135° 150° 165° . Total
planes 255° 240° 225° 210° 195° 180° Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 719.1 7191 719.1 7191 7191 7191 4.3 4.3
5° 652.2 624.3 599.8 583.3 573.8 573.8 33.3 37.6
10° 547.9 498.9 464.3 446.6 440.8 442.9 62.3 99.9
15° 454.3 400.4 366.7 350.6 346.2 347.7 88.8 188.7
20° 372.7 323.1 294 .4 280.8 2751 274.0 114.9 303.6
25° 300.9 260.6 237.3 223.8 2151 213.7 137.0 440.6
30° 240.6 210.8 191.5 176.4 169.4 168.6 149.1 589.7
35° 188.9 166.6 150.6 138.9 134.0 132.6 144.4 7341
40° 136.6 124.0 114.2 106.2 103.2 102.7 122.5 856.7
45° 86.2 80.5 76.9 76.3 76.8 77.7 81.6 938.3
50° 52.8 51.2 47.0 44.0 431 43.3 31.8 970.1
55° 34.9 34.3 30.6 30.0 29.5 29.5 15.0 985.1
60° 19'3 18.7 18.4 18.3 18.3 18.3 7.8 992.8
65° 6.7 7.3 7.7 8.0 8.1 8.3 2.7 995.5
70° 4.3 4.8 5.2 5.5 5.8 5.9 1.8 997.4
75° 3.0 34 3.7 4.0 4.2 43 1.3 998.7
80° 1.9 22 25 2.7 2.8 2.8 0.9 999.5
85° 1.0 1.1 1.3 1.4 1.5 1.5 0.4 1000.0
90° 0.1 0.1 0.1 0.1 0.1 0.0 0.0 1000.0
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Photometric test report

Family

Lunis 21 M

UGR-Table

Reflection factor of ceiling 0.7
Reflection factor of walls
Reflection factor of floor
Room dimensions

X
2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

Luminance table

C-
planes

Y
45°
50°
55°
60°
65°
70°
75°
80°

85°

0°

112376.2
37318.0
16032.9

5825.0

1085.1
804.7
709.2
659.9

525.9

15°
345°

120451.6
40885.7
16152.7

5779.2

1139.3
871.7
709.2
659.9

525.9

0.5
0.2

27.9
27.8
27.7
27.7
27.7
27.7

27.7
27.6
27.5
27.4
27.4
27.4

27.3
27.3
27.2
27.2

27.3
27.2
27.2

14
5
]

Order number: 51DB37MC14D1D

EAN: 4069025791757

Standard room

0.7
0.3
0.2

0.5
0.5
0.2

View crosswise (C0)

29.2
28.9
28.8
28.6
28.5
28.4

28.8
28.4
28.3
28.1
28.0
27.9

28.0
27.7
27.6
27.5

27.8
27.6
27.5

28.3
28.2
28.1
28.1
28.1
28.1

28.1
28.0
27.9
27.9
27.8
27.9

27.8
27.7
27.7
27.7
27.8

27.7
27.7

Max. for y >= 65°

30°
330°

4127.0
2552.2
5672.9
5779.2

1356.7
938.7
797.8
791.8

788.8

45°
315°

160926.7
52409.6
13114.2

6375.5

1682.1
1139.7
974.9
923.8

788.8

60°
300°

108386.9
27935.0
12114.6

6833.8

2116.4
1475.4
1329.0
1189.1

1314.7

0.5 0.3 0.7
0.3 0.3 0.5
0.2 0.2 0.2
29.5 29.9 23.1
29.3 29.6 23.0
29.1 29.5 229
29.0 29.4 22.8
28.9 29.3 22.8
28.8 29.3 22.8
29.1 29.5 23.0
28.8 29.3 22.8
28.7 29.1 22.7
28.5 29.0 22.6
28.4 28.9 22.6
28.3 28.8 22.6
28.4 28.9 22.6
28.2 28.7 22.5
28.1 28.6 22.5
28.0 28.6 22.5
28.3 28.8 22.6
28.1 28.7 22.5
28.0 28.6 22.5
Photometric
dimensions in mm:
75° 90° 105°
285° 270° 255°
Luminance in cd/m?
53674.7 34280.3 27923.6
19872.2 18802.0 18837.6
12514.5 13114.2 13953.7
7384.3 8072.2 8852.3
2658.7 3147.3 3635.8
1944.5 2414.2 2883.2
1771.8 22154 2658.1
1585.0 2112.9 2508.8
1577.6 2106.2 2632.0

D=

120°
240°

26074.9
18266.8
13713.9

8576.9

3961.2
3218.2
3012.3
2906.0

2895.0

0.7
0.3
0.2

0.5
0.5
0.2

LP number
60054 5
0.5 0.3
0.3 0.3
0.2 0.2

View endwise (C90)

24.4
241
24.0
23.8
23.7
23.7

24.0
23.7
23.5
23.3
23.2
23.1

23.2
23.0
22.9
22.8

23.1
22.9
22.8

84

135°
225°

24907.6
16768.4
12234.4

8439.4

4178.1
3486.9
3278.8
3302.0

3420.9

23.5
23.4
23.3
23.2
23.2
23.3

23.4
23.2
23.2
231
231
23.1

23.1
23.0
23.0
23.0

231
23.0
23.0

150°
210°

24712.8
15698.1
11994.7

8393.5

4341.3
3687.9
3544.4
3565.9

3683.8

247 25.1
245 248
243 247
24.2 246
241 245
24.0 245
24.4 247
241 24.5
239 244
238 24.2
237 242
236 241
237 24.1
235 24.0
23.4 23.9
233 239
236 24.1
23.4 239
233 23.9

165°
195°  180°

248751  25166.8

15376.8  15448.1

11794.9  11794.9
8393.5 8393.5
4395.6 4504.0
3888.9 3955.9
3721.5 3810.0
3697.9 3697.9
3946.8 3946.8
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Photometric test report

Family Order number: 51DB37MC14D1D LP number
Lunis 21 M EAN: 4069025791757 60054 5
Luminance values in cd/m? 65° y70°_ 1 y75° 1 y80°_ i x85._1
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Photometric test report

Family
Lunis21 M

Multilumen Table

DIP-Step

ON
ON
ON
ON
OFF
OFF
OFF

= N W s o N

2
ON
ON

OFF
OFF
ON
ON
OFF

Switch
Setting
3

ON
OFF
ON
OFF
ON
OFF
ON

Order number: 51DB37MC14D1D
EAN: 4069025791757

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
1810
1640
1450
1270
1070

870

660

w]
17.4
15.3
13.5
11.4

9.4

7.4

5.7

LP number

60054 5
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