Photometric test report

Family
Lunis21 M

Order number: 51DB67EC13B1D
EAN: 4069025796332

Version

Lamps
Controlgear
Setting

Rated values
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Classifications
DIN 5040 A50
CIE N1=72 N2=93 N3=98

N4=100 N5=100

Measurement conditions

DIN EN 13032 and DIN 5032

C270-90

110°

recessed luminaire, Combined lens and
reflector optics, reflector, white, asymmetric
distribution

LED 3000 K | CRI = 90
ECG-DALI-Multilumen

factory setting: DIP-Step=3

Net luminous flux = 1360 Im

Power consumption = 12.2 W
Luminous efficacy = 111.5 Im/W

LP number

60047_9

serial
documentation
15.04.2026

Imax: 1139 cd/kim
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Luminaire light output ratios
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100.0%
100.0%
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Photometric test report

Family Order number: 51DB67EC13B1D LP number
Lunis21 M EAN: 4069025796332 60047_9

Table of values for luminous intensities Maximum luminous intensity

C- 15° 30° 45° 60° 75° 90°
planes 0° 345° 330° 315° 300° 285° 270°
Y Luminous intensity in cd/kim
0° 434.0 434.0 434.0 434.0 434.0 434.0 434.0
5° 560.5 559.5 541.1 517.9 492.3 458.7 427.0
10° 707.5 698.0 664.4 608.0 543.8 478.7 414.3
15° 876.6 853.8 789.8 695.6 595.1 491.1 393.1
20° 1046.6 1022.6 924.9 783.2 630.7 493.8 371.8
25° 1138.7 1125.7 1033.9 862.1 659.7 482.9 340.8
30° 1056.6 1067.4 1046.8 914.4 672.6 463.1 306.0
35° 832.5 865.3 912.6 866.8 650.6 421.8 265.7
40° 569.8 603.4 681.3 722.7 573.6 353.9 211.8
45° 341.5 366.6 438.1 482.4 347.2 191.4 137.4
50° 123.5 133.9 167.3 167.1 106.3 90.7 90.7
55° 64.5 65.8 66.2 62.3 63.6 67.8 711
60° 36.5 36.8 38.2 41.9 46.2 50.5 54.7
65° 22.6 23.0 241 26.6 30.3 34.6 38.7
70° 17.5 17.7 18.4 20.2 23.3 271 30.9
75° 12.7 12.9 13.4 14.7 17.0 20.1 23.3
80° 8.3 8.5 8.8 9.7 11.2 13.4 15.7
85° 4.0 4.1 4.2 4.7 54 6.5 7.7
90° 0.0 0.0 0.0 0.1 0.1 0.1 0.2
C- 105° 120° 135° 150° 165° . Total
planes 255° 240° 225° 210° 195° 180° Phi-zone Phi-zone
Y Luminous intensity in cd/kim Luminous flux in Im/kim
0° 434.0 434.0 434.0 434.0 434.0 434.0 2.6 2.6
5° 400.9 374.4 351.8 337.6 329.1 325.2 20.8 23.4
10° 360.6 315.6 287.7 270.0 258.9 256.5 42.7 66.1
15° 320.7 270.6 244.6 230.8 224.2 222.8 66.9 133.0
20° 286.2 239.7 219.6 209.1 204.0 202.6 93.9 226.9
25° 251.1 214.7 199.0 189.7 185.0 184.1 119.8 346.7
30° 221.8 195.0 183.3 174.1 170.7 169.2 137.7 484.4
35° 194.0 174.5 164.4 1571 154.9 154.6 139.4 623.8
40° 160.7 149.6 143.5 139.8 138.8 139.0 124.3 748.1
45° 120.9 117.3 116.7 118.4 120.4 121.6 90.1 838.2
50° 93.6 93.1 91.4 90.7 91.7 92.1 46.3 884.5
55° 76.1 77.5 76.0 76.7 77.3 7.7 31.9 916.4
60° 59.3 60.6 62.4 63.4 64.0 64.4 24.9 941.2
65° 42.9 457 48.0 49.2 49.6 49.8 18.6 959.8
70° 34.8 37.6 39.6 40.6 41.0 411 15.5 975.3
75° 26.6 29.0 30.8 31.7 31.8 32.0 121 987.3
80° 18.2 20.1 215 221 223 223 8.4 995.7
85° 9.1 10.1 10.9 11.4 1.4 11.5 4.2 1000.0
90° 0.1 0.1 0.2 0.2 0.1 0.0 0.1 1000.0
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Photometric test report

Family

Lunis 21 M

UGR-Table

Order number: 51DB67EC13B1D

EAN: 4069025796332

Standard room

Reflection factor of ceiling 0.7
Reflection factor of walls
Reflection factor of floor
Room dimensions

X
2H

4H

8H

12H

y
2H
3H
4H
6H
8H

12H

2H
3H
4H
6H
8H
12H

4H
6H
8H
12H

4H
6H
8H

Luminance table

C-
planes

Y
45°
50°
55°
60°
65°
70°
75°
80°

85°

0°

118517.1
47135.6
27587.8
17909.0

13119.5
12552.4
12038.2
11727.2

11257.4

15°
345°

127225.2
51104.7
28144.0
18056.2

13351.7
12695.9
12227.8
12009.8

115639.0

0.5
0.2

27.9
27.8
27.8
27.8
27.8
27.9

27.7
27.7
27.7
27.7
27.7
27.8

27.7
27.7
27.7
27.7
27.7

27.7
27.7

0.7
0.3
0.2

0.5
0.5
0.2

View crosswise (C0)

293
29.1
29.0
28.9
28.8
28.7

28.9
28.7
28.6
28.5
28.4
28.3

28.4
28.3
28.2
28.1

28.3
28.2
28.1

28.2
28.2
28.2
28.2
28.2
28.3

28.1
28.1
28.2
28.2
28.2
28.3

28.1
28.2
28.2
28.3

28.1
28.2
28.2

Max. for y >= 65°

30°
330°

152032.4
63890.4
28315.2
18743.4

13989.9
13198.2
12701.9
12432.4

11820.5

45°
315°

167436.7
63814.1
26646.5
20558.4

15441.1
14489.0
13933.6
13704.3

13228.4

60°
300°

120494.6
40570.8
27203.2
22668.4

17589.0
16713.4
16113.5
15824.2

15199.4

0.5 0.3 0.7
0.3 0.3 0.5
0.2 0.2 0.2
29.6 30.0 24.3
29.5 29.8 24.7
29.4 29.7 25.0
29.3 29.6 25.3
29.2 29.6 25.4
29.1 29.6 25.5
29.3 29.7 24.4
29.1 29.5 251
29.0 29.5 25.5
28.9 29.4 25.9
28.9 29.3 26.0
28.8 29.3 26.2
28.8 29.3 25.6
28.7 29.2 26.2
28.7 29.2 26.4
28.7 29.2 26.7
28.7 29.2 25.7
28.7 29.2 26.3
28.6 29.2 26.6
Photometric
dimensions in mm: D=
75° 90° 105° 120°
285° 270° 255° 240°
Luminance in cd/m?
66440.3 47670.5 41946.1 40696.7
34617.2 34617.2 35724.0 35533.1
28999.3 30410.8 32549.3 33148.3
24778.5 26838.9 29095.7 29733.8
20084.8 22465.6 24903.3 26528.7
19438.5 22164.4 24962.1 26970.4
19051.9 22086.1 25213.3 27488.0
18932.0 22181.0 25712.7 28396.5
18293.9 21675.7 25614.9 28430.7

0.7
0.3
0.2

View endwise (C90)

25.8
26.0
26.2
26.4
26.4
26.5

25.6
26.1
26.4
26.6
26.8
26.8

26.3
26.8
26.9
271

26.3
26.7
27.0

84

135°
225°

40488.4
34884.0
32506.5
30617.2

27863.7
28404.8
29194.7
30375.1

30683.3

0.5
0.5
0.2

24.7
251
25.4
25.7
25.8
25.9

24.8
25.5
25.9
26.3
26.5
26.7

26.1
26.7
26.9
27.2

26.2
26.8
271

150°
210°

41078.8
34617.2
32806.0
31108.0

28560.5
29122.3
30047.1
31223.0

32088.3

LP number
60047 9
0.5 0.3
0.3 0.3
0.2 0.2

26.1 26.4
26.4 26.7
26.6 26.9
26.8 271
26.8 27.2
26.9 273
26.0 26.3
26.4 26.9
26.8 27.2
271 27.5
27.2 27.7
27.3 27.8
26.8 27.3
27.2 27.7
27.4 28.0
27.6 28.1
26.7 27.2
27.2 27.8
27.5 28.0
165°

195° 180°
41772.6  42188.7
349986  35151.3
33062.7  33233.8
31402.0 31598.4
28792.8  28908.9
29409.3  29481.1
301419  30331.6
31505.7  31505.7
32088.3  32369.9
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Photometric test report

Family Order number: 51DB67EC13B1D LP number
Lunis 21 M EAN: 4069025796332 60047_9
Luminance values in cd/m? 65° 470 y755 1 y80°_ i 485 _)

135° 120° 105° 90° 75° 60°

150°
270 45°
30°

165°
15°
180° 0°
345°

195°
330°
315°

210°

225° 240° 255° 285° 300°
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Photometric test report

Family
Lunis21 M

Multilumen Table

DIP-Step

ON
ON
ON
OFF
OFF
OFF
OFF

O =~ N W oo

2
ON
OFF
OFF
ON
ON
OFF
OFF

Switch
Setting
3

OFF
ON
OFF
ON
OFF
ON
OFF

Order number: 51DB67EC13B1D
EAN: 4069025796332

environmental temperature: 25°C

Luminous flux Power consumption

[Im]
1940
1750
1560
1360
1150

930

710

w]
18.4
16.2
14.4
12.2
10.0

8.1

6.2

LP number

60047_9
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