
Order No.: 5TR910FNKAF | GTIN (EAN): 4069025126412
Product description: Mod31-feed.flex,10x2.5²

Modario 31 feeder for flexible cablecable set with plug feeder for flexible cable
connection via terminal, 10-pole, max. 2.5mm², internal wiring halogen-free;
insulation class: insulation class I (protective earthing); certification: CE,
UKCA; packaging unit: 1 piece

Wt. (kg): 0.3
GTIN (EAN): 4069025126412

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.com)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 17.08.2026 - Modifications and errors subject to change - Ensure that you always use the latest version -
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Order No.: 5TR910FNKAF | GTIN (EAN): 4069025126412
Detailed technical description: Mod31-feed.flex,10x2.5²

Key data
— Product type: infeed
— Product name: Modario 31
— Order No.: 5TR910FNKAF

Lighting technology | Lamps | Control
gear

Component 1

Lamps:
— Supplement: internal wiring halogen-

free

Certificates, Standards
— Insulation class: insulation class I

(protective earthing)
— Certification, designation: CE, UKCA

Electrical connection
— Connection: terminal, 10-pole, max.

2.5mm²

Dimensions, Weight
— Weight: 0.3kg

It is mandatory that the assembly instructions must be observed when planning and installing the electrical installation (to be found at www.siteco.com)
Tolerances related to thermal, electrical and photometric data according to IEC 62722
Issued 17.08.2026 - Modifications and errors subject to change - Ensure that you always use the latest version -
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