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Staged to  
perfection.
The spot provides light exactly where you need it –a unique 
combination of precise lighting technology,timeless design,  
and maximum efficiency.

Quantum leap Spotlight.
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Configuration  
options.

Flexible
Thanks to various light colors,  
beam angles, sizes, and housing  
colors, it can be used for retail,  
showrooms, reception areas,  
and much more.

Precise
Thanks to its smooth-running joint, 
the spotlight can be used to showcase 
your desired object in no time at all.

Innovative
Powerful, brilliant lighting accents – 
without glare. Uniform, precise light  
distribution with a gentle cut-off.  
Perfect lighting mood, maximum  
visual comfort.

Efficient
Up to 170 lm/W, for reduced  
operating costs and an optimized  
payback period.

Up to

170 �
lm/W

Light colors.

930 940927 Special colors
Fashion, meat  

and much more

Trunking rails 
Modario, Licross 

Track

Mounting options.

black silverwhite

Housing colors.

Sizes.

140 mm

Ø 70 mm

140 mm

Ø 90 mm

Drivers.

• ON / OFF Multilumen  
• DALI 
• Casambi

Spot medium  
beam

wide  
beam

extremely  
wide beam

Beam angle.

Spot
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Outstanding  
lighting.  
Highest  
efficiency.
Our premium lighting technology provides brilliant, 
uniform illumination with high efficiency. Modular 
components ensure flexible application options and 
targeted lighting effects. Ideal for a wide range of 
requirements – from functional to atmospheric.

A quantum leap for your lighting.

100 ��% Precise lighting

Ø
 9

0 
m

m
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Replaceable, highly efficient light  
source for easy updates and repairs.

Spherically faceted reflector made of  
pure aluminum for increased efficiency.

Color-neutral white glass with  
anti-reflective coating on both sides.

TIR lens (optical lens) + mixing chamber  
for a concentrated light beam with an  
efficiency of 95 %. The result: maximum  
efficiency and optimum precision.

Front ring combines various functions  
(glare reduction, personalization,  
accessory integration).

Ø
 7

0 
m

m

Spot
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Sustainability.
Consistently 
implemented.

	ʶ Manufactured in Germany
	ʶ Short distances and therefore fast availability
	ʶ Interchangeability of all components
	ʶ Few and recyclable components
	ʶ Plastic-free packaging

A quantum leap for your sustainability.

100 ��% Customizability and  
interchangeability

100 ��% In-house development
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Spot 11 / 21  
at a glance.

Spot 11

Technical Data

Dimensions Ø 90 mm
Installation 3-phase track
Luminous flux up to 4,500 lm
Efficacy up to 170 lm/W
Color temperatures 3,000 K | 3,500 K | 4,000 K
Color rendering CRI > 90
Beam angle Reflector: medium-beam, wide-beam
Accessories Honeycomb louver
Control ON / OFF, DALI dimmable
Housing color black, white, silver
Front ring color black, white, silver

Spot 21 Licross

Technical Data

Dimensions Ø 90 mm
Installation Licross track
Luminous flux up to 3,730 lm
Efficacy up to 163 lm/W
Color temperatures 2,700 K | 3,000 K | 4,000 K
Color rendering CRI > 90
Beam angle medium-beam, wide-beam
Accessories Honeycomb louver
Control ON / OFF Multilumen, DALI 2 dimmable
Housing color black, white, silver
Front ring color black, white, silver

Spot 21 Modario

Technical Data

Dimensions Ø 90 mm
Installation Modario track
Luminous flux up to 4,170 lm
Efficacy 130 lm/W
Color temperatures 2,700 K | 3,000 K | 4,000 K
Color rendering CRI > 90
Beam angle medium-beam, wide-beam
Accessories Honeycomb louver
Control ON / OFF, DALI 2, DALI
Housing color white
Front ring color white

Spot 21

Technical Data

Dimensions Ø 90 mm Ø 70 mm
Installation 3-phase track
Luminous flux up to 4,000 lm up to 3,700 lm
Efficacy  up to 160 lm/W up to 150 lm/W

Color temperatures 
2,700 K | 3,000 K | 
3,500 K | 4,000 K | 
Special colors

2,700 K | 3,000 K | 
3,500 K | 4,000 K

Color rendering
CRI > 90 
CRI > 80 (special 
colors)

CRI > 90

Beam angle 
Reflector: spot, 
narrow-beam,  
medium-beam,  
wide-beam

TIR lens: spot,  
narrow-beam,  
medium-beam

Accessories  Honeycomb louver –
Control  ON / OFF, DALI dimmable
Housing color black, white, silver
Front ring color black, white, silver

Matching 
lighting tracks 

are also available 
from SITECO.

Spot



Contact.
Siteco GmbH
Georg-Simon-Ohm-Str. 50
83301 Traunreut, Germany
Tel. +49 8669 330
sales-int@siteco.com

siteco.com

 Quantum leap 
lighting solutions.
SITECO develops lighting solutions that set standards.  

Our unique combination of expertise in lighting, control, project  

and operation creates solutions that are more than just light:  

they are your competitive edge. For over 160 years. 
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